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LOCATED IN A PORTION OF THE SOUTH HALF OF THE SOUTHWEST QUARTER OF SECTION 7, TOWNSHIP 2 NORTH,
RANGE 4 EAST OF THE GILA AND SALT RIVER MERIDIAN, MARICOPA COUNTY, ARIZONA _I
(/)00
N %
AN
4 m
I w
8 PUBLIC UTILITY EASEMENT ® I ™~
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ASSESSORS PARCEL NUMBER ADDRESS é <
169—22—057 4250 E. KEIM DRIVE ( R e
PARADISE VALLEY, AZ 85253 m LLJ O
LOT AREA REFERENCES | | Iﬂé 0
[ AREA = 49,750 SQ. FT. OR 1.142 ACRES MORE OR LESS BK. 72, PG. 14, a O
8’ PUBLIC UTILITY EASEMENT , - FT. : N
20 SETBACK & /| PER BOOK 72, PAGE 14, M.C.R. E
' : 0
! / 7
LEGEND — / ( )Lu'
o A LEGAL DESCRIPTION o
- PROPERTY / BOUNDARY LINE R LOT 56, OF CAMELBACK FOOTHILLS UNIT Il, ACCORDING TO THE PLAT OF L
M~ ) )
EXISTING CONTOUR ELEVATION IS RECORD IN THE OFFICE OF THE COUNTY RECORDER OF MARICOPA COUNTY, I N
ARIZONA, RECORDED BOOK 72 OF MAPS, PAGE 14
EXISTING SPOT ELEVATION Y RIZONA, RECOR K M ~
O
EXISTING TOP OF CURB & GUTTER ELEV. o L()
NN~
EXISTING PAVEMENT ELEVATION gg‘
I 2’ EASEMENT FOR ANCHORS
EXISTING CONCRETE ELEVATION ’ A O ANCHORS  cR. |—
ET X EXISTING ELECTRIC TRANSFORMER ’ O
TRo EXISTING TELEPHONE RISER
G EXISTING GAS LINE —
T EXISTING BURIED TELEPHONE CONDUIT
E EXISTING BURIED ELECTRIC CONDUIT
8W 5 EXISTING WATER LINE,VALVE & SIZE
FHa EXISTING FIRE HYDRANT NOTES
(@)]
8's EXISTING SEWER LINE & SIZE 1. THIS SURVEY IS BASED ON A COMMITMENT FOR TITLE INSURANCE ISSUED BY GRAND CANYON TITLE AGENCY D)E
l COMPANY FILE NO: 26013472—026—TR9—DD, COMMITMENT DATE: JUNE 21, 2019 AT 7:30 AM. >
| 20’ SETBACK 2
2. THE BASIS OF BEARING IS THE NORTH LINE OF CAMELBACK FOOTHILLS UNIT I, 5
I BEARING N 88'42°36” W PER BK. 72, PG. 14. 2
O
’ 3. THIS SITE IS LOCATED IN ZONE ”"X” PER "F.E.M.A.” FLOOD MAP NO. 04013C1765L, .
DATED: OCTOBER 16, 2013. ZONE "X” IS DEFINED AS AREAS DETERMINED TO BE
OUTSIDE THE 0.2% ANNUAL CHANCE FLOOD. q)
4. UNDERGROUND UTILITIES SHOWN ON THIS SURVEY ARE BASED ON AVAILABLE PUBLIC RECORDS.
THESE UNDERGROUND UTILITIES HAVE NOT BEEN FIELD VERIFIED. q) 5
C
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TOWN OF PARADISE VALLEY GENERAL NOTES:

1. PRIOR TO THE FIRST INSPECTION OF STRUCTURES WITHIN 3 FEET OF A SETBACK LINE, THE
PROPERTY PINS SHALL BE PLACED BY A REGISTERED CIVIL ENGINEER OR LAND SURVEYOR OF THE STATE
OF ARIZONA, AND THE PROPERTY LINE(S) IDENTIFIED.

2.  WHERE EXCAVATION IS TO OCCUR THE TOP 4"OF EXCAVATED NATIVE SOIL SHALL REMAIN ON THE
SITE AND SHALL BE REUSED IN A MANNER THAT TAKES ADVANTAGE OF THE NATURAL SOIL SEED BANK
IT CONTAINS.

3. ALL WORK REQUIRED TO COMPLETE THE CONSTRUCTION COVERED BY THIS PLAN SHALL BE IN
ACCORDANCE WITH THE MARICOPA ASSOCIATION OF GOVERNMENTS (M.A.G.) STANDARD SPECIFICATIONS AND
DETAILS AND CURRENT SUPPLEMENTS THEREOF PER THE LOCAL MUNICIPALITY UNLESS SPECIFIED
OTHERWISE IN THESE PLANS OR ELSEWHERE IN THE CONTRACT DOCUMENTS.

4, THE CONTRACTOR IS TO COMPLY WITH ALL LOCAL STATE, AND FEDERAL LAWS AND REGULATIONS
APPLICABLE TO THE CONSTRUCTION COVERED BY THIS PLAN.

5. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING AND COMPLYING WITH ALL PERMITS REQUIRED TO
COMPLETE ALL WORK COVERED BY THIS PLAN.

6. ALL EXTERIOR SITE LIGHTING SHALL COMPLY WITH THE APPLICABLE REQUIREMENTS FOR TYPE,
LOCATION, HEIGHT, WATTAGE, AND LUMEN BASED UPON THE FIXTURES INSTALLED PURSUANT TO SECTION
1023 OF THE TOWN OF PARADISE VALLEY ZONING ORDINANCE FOR NON-HILLSIDE PROPERTIES, SECTION
2208 OF THE TOWN OF PARADISE VALLEY ZONING ORDINANCE FOR HILLSIDE PROPERTIES, OR AS SPECIFIED
IN THE SPECIAL USE PERMIT FOR SPECIAL USE PERMIT PROPERTIES.

7. A DUST CONTROL PLAN AND PERMIT MEETING THE REQUIREMENTS OF RULE 310 OF THE MARICOPA
COUNTY AIR POLLUTION CONTROL REGULATIONS, AS AMENDED, IS REQUIRED.

8. A SEPARATE RIGHT-OF-WAY PERMIT IS NECESSARY FOR ANY OFF-SITE CONSTRUCTION.

9. AN APPROVED GRADING AND DRAINAGE PLAN SHALL BE ON THE JOB SITE AT ALL TIMES. DEVIATIONS
FROM THE PLAN MUST BE PRECEDED BY AN APPROVED PLAN REVISION.

10. EAVE PROJECTIONS INTO REQUIRED SETBACKS ARE LIMITED TO A MAXIMUM OF 24" PURSUANT TO
SECTION 1008 OF THE TOWN OF PARADISE VALLEY ZONING ORDINANCES.

1. ALL STRUCTURES AND LANDSCAPING WITHIN THE SIGHT VISIBILITY TRIANGLE SHALL HAVE A 2 FOOT
MAXIMUM HEIGHT.

12.  ALL NEW AND EXISTING ELECTRICAL SERVICE LINES SHALL BE BURIED PER THE TOWN OF PARADISE
VALLEY REQUIREMENTS.

13. IT SHALL BE THE RESPONSIBILITY OF THE PERMITTEE TO ARRANGE FOR THE RELOCATION AND
RELOCATION COSTS OF ALL UTILITIES, AND TO SUBMIT A UTILITY RELOCATION SCHEDULE PRIOR TO THE
ISSUANCE OF AN ENGINEERING CONSTRUCTION PERMIT.

14. EXISTING AND/OR NEW UTILITY CABINETS AND PEDESTALS SHALL BE LOCATED A MINIMUM OF 4%,
BEHIND ULTIMATE BACK OF CURB LOCATION.

15.  POOL, SPA, BARBECUE AND ANY PROPOSED STRUCTURES OVER 8% ABOVE GRADE REQUIRE
SEPARATE PERMIT APPLICATIONS.

16. POOLS SHALL BE CONSTRUCTED BY SEPARATE PERMIT AND SECURED FROM UNWANTED ACCESS PER
TOWN CODE, ARTICLE 5-2.

17. ALL FILL MATERIAL UNDER SLABS AND WALKS SHALL BE COMPACTED TO NOT LESS THAN 957.

18. SETBACK CERTIFICATION IS REQUIRED AND SHALL BE PROVIDED TO TOWN INSPECTOR PRIOR TO
STEM WALL INSPECTION.

19. FOR BUILDING PADS THAT HAVE 1%, OR MORE OF FILL MATERIAL, SOILS COMPACTION TEST
RESULTS ARE REQUIRED AND SHALL BE PROVIDED TO TOWN INSPECTOR PRIOR TO PRE-SLAB INSPECTION.
20. FINISHED FLOOR ELEVATION CERTIFICATION IS REQUIRED AND SHALL BE PROVIDED TO TOWN
INSPECTOR PRIOR TO FRAMING INSPECTION.

21.  MAIL BOXES SHALL COMPLY WITH THE TOWN OF PARADISE VALLEY STANDARDS FOR MAIL BOXES IN
THE RIGHT- OF-WAY FOR HEIGHT, WIDTH AND BREAK AWAY FEATURES.

22. ALL PATIOS, WALKS, AND DRIVES TO SLOPE AWAY FROM BUILDING AND GARAGES AT A MINIMUM
SLOPE OF 1/4"PER FOOT UNLESS SPECIFIED OTHERWISE.

23. TRENCH BEDDING AND SHADING SHALL BE FREE OF ROCKS AND DEBRIS.

24. THE TOWN ONLY APPROVES THE SCOPE OF WORK AND NOT THE ENGINEERING DESIGN. ANY
CONSTRUCTION QUANTITIES SHOWN ARE NOT VERIFIED BY THE TOWN.

25. THE APPROVAL OF THE PLANS IS VALID FOR 180 DAYS.IF A PERMIT FOR CONSTRUCTION HAS NOT
BEEN ISSUED WITHIN 180 DAYS, THE PERMIT MUST BE RENEWED.

26. A TOWN INSPECTOR WILL INSPECT ALL WORK WITHIN THE TOWN3; S RIGHTS-OF-WAY. NOTIFY TOWN
INSPECTION SERVICES TO SCHEDULE A PRECONSTRUCTION MEETING PRIOR TO STARTING CONSTRUCTION.
27. WHENEVER EXCAVATION IS NECESSARY, CALL ARIZONA811 BY DIALING 811 or 602-263-1100, TWO (2)
WORKING DAYS BEFORE EXCAVATION BEGINS.

28. EXCAVATIONS SHALL COMPLY WITH REQUIREMENTS OF OSHA EXCAVATION STANDARDS (29 CFR, PART
1926, SUBPART P). UNDER NO CIRCUMSTANCES WILL THE CONTRACTORS BE ALLOWED TO WORK IN A
TREN(CZJH LOCATED WITHIN THE TOWN’S RIGHT-OF-WAY WITHOUT PROPER SHORING OR EXCAVATION
METHODS.

29. PERMIT HOLDER SHALL POST A 6 SQUARE FOOT (2X3’) IDENTIFICATION SIGN, MADE OF DURABLE
MATERIAL, IN THE FRONT YARD OF SUBJECT PROPERTY AND NOT IN THE TOWN%: S RIGHT-OF-WAY. THE
SIGN MAY NOT EXCEED A MAXIMUM OF 6 FEET IN HEIGHT FROM GRADE TO TOP OF THE SIGN. THE SIGN
MUST INCLUDE THE PERMITTEE OR COMPANY NAME, PHONE NUMBER. TYPE OF WORK, ADDRESS OF PROJECT
AND TOWN CONTACT NUMBER, 480-348-3556.

30. WHEN DEEMED NECESSARY, A 6-FOOT HIGH CHAIN LINK FENCE MUST BE INSTALLED AROUND THE
CONSTRUCTION AREA TO PREVENT ANY POTENTIAL SAFETY HAZARD FOR THE PUBLIC. THE FENCE SHALL
BE SETBACK AT LEAST 10 FEET FROM ALL RIGHTS-OF-WAY AND HAVE A 50-FOOT STREET CORNER SITE
TRIANGLE WHERE APPLICABLE.

31. CLEAR ACCESS FOR NEIGHBORING PROPERTIES AND EMERGENCY VEHICLES MUST BE MAINTAINED AT
ALL TIMES. CONSTRUCTION RELATED VEHICLES MUST BE LEGALLY PARKED ONLY ON ONE SIDE OF THE
STREET OR JOB SITE PROPERTY.

32. ALL CONSTRUCTION DEBRIS AND EQUIPMENT MUST BE CONTAINED ON SITE AT ALL TIMES.
CONTRACTOR AND PROPERTY OWNER MUST MAINTAIN THE JOB SITE FREE OF LITTER AND UNSIGHTLY
MATERIALS AT ALL TIMES. CONSTRUCTION MATERIALS ARE PROHIBITED IN THE TOWN3; S RIGHT-OF-WAY.
33. CONSTRUCTION ACTIVITIES ARE PERMITTED BETWEEN THE HOURS OF 7 AM AND 5 PM MONDAY
THROUGH FRIDAY. CONSTRUCTION ACTIVITIES MAY START ONE (1) HOUR EARLIER DURING THE SUMMER (MAY
1ST THROUGH SEPTEMBER 30TH).

34. THE USE AND OPERATION OF FUEL-FIRED GENERATORS IS PROHIBITED UNLESS DUE TO A HARDSHIP.
TOWN APPROVAL SHALL BE REQUIRED.

35. THE CONTRACTOR AND PROPERTY OWNER SHALL BE LIABLE FOR ANY DAMAGE DONE TO ANY PUBLIC
PROPERTY AS A RESULT OF ANY CONSTRUCTION OR CONSTRUCTION RELATED ACTIVITIES. NO CERTIFICATE
OF OCCUPANCY WILL BE ISSUED UNTIL ALL AFFECTED RIGHTS-OF-WAY ARE CLEANED AND/OR REPAIRED
TO THEIR ORIGINAL CONDITION AND UNTIL ANY AND ALL DAMAGES TO AFFECTED PROPERTIES ARE
RESTORED TO ORIGINAL CONDITION.

36. A KEYED SWITCH SHALL BE REQUIRED ON ALL NEW AND EXISTING ELECTRIC ENTRY GATES. THE
KEYED SWITCH SHALL BE INSTALLED IN A LOCATION THAT IS READILY VISIBLE AND ACCESSIBLE. KNOX
BOX ORDER FORMS ARE AVAILABLE AT THE TOWNY;, S BUILDING SAFETY DEPARTMENT.

37. PROPERTY OWNER, BUILDER, OR GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR CONTROLLING
DUST FROM THE SITE AT ALL TIMES. ALL MEANS NECESSARY SHALL BE USED BY THE BUILDER OR
GENERAL CONTRACTOR TO CONTROL THE EXISTENCE OF DUST CAUSED BY ANY EARTHWORK, SPRAY
APSLICATION OF MATERIALS, OR OTHER DUST-CAUSING PRACTICES REQUIRED BY THE CONSTRUCTION
PROCESS.

38. APPROVAL OF THESE PLANS ARE FOR PERMIT PURPOSES ONLY AND SHALL NOT PREVENT THE
TOWN FROM REQUIRING CORRECTION OF ERRORS IN THE PLANS WHERE SUCH ERRORS ARE SUBSEQUENTLY
FOUND TO BE IN VIOLATION OF ANY LAW, ORDINANCE, HEALTH, SAFETY, OR OTHER DESIGN ISSUES.

39. ALL DRAINAGE PROTECTIVE DEVICES SUCH AS SWALES, INTERCEPTION DITCHES, PIPES PROTECTIVE
BERMS, CONCRETE CHANNELS OR OTHER MEASURES DESIGNED TO PROTECT PROPOSED AND EXISTING
IMPROVEMENTS FROM RUNOFF OR DAMAGE FROM STORM WATER, MUST BE CONSTRUCTED PRIOR TO THE
CONSTRUCTION OF ANY IMPROVEMENTS.

TOWN OF PARADISE VALLEY PAVING NOTES:

1. CONSTRUCTION WITHIN THE TOWN%, S RIGHT-OF-WAY SHALL CONFORM TO THE LATEST APPLICABLE
MARICOPA ASSOCIATION OF GOVERNMENTS (M.A.G.) UNIFORM STANDARD SPECIFICATIONS AND DETAILS.

2. COMPACTION SHALL COMPLY WITH M.A.G. SECTION 601.

3. OBSTRUCTIONS TO PROPOSED IMPROVEMENTS IN THE RIGHT-OF-WAY SHALL BE REMOVED OR
RELOCATED BEFORE BEGINNING CONSTRUCTION OF THE PROPOSED IMPROVEMENTS.

4. PAVEMENT REPLACEMENT THICKNESS AND TYPE ARE TO BE PER M.A.G. SECTION 336. CURB AND
GUTTER REPLACEMENT SHALL BE A MINIMUM OF ONE (1) FULL SECTION, PER M.A.G. STANDARD DETAIL
228. SIDEWALK REPLACEMENT SHALL BE A MINIMUM OF ONE (1) FULL PANEL PER M.A.G. STANDARD DETAIL
230.

5. CONCRETE SIDEWALKS SHALL BE DAVIS SAN DIEGO BUFF COLOR OR APPROVED EQUAL. VERIFY WITH
TOWN INSPECTOR FOR REQUIRED COLOR OF CONCRETE PRIOR TO COMMENCEMENT OF THE WORK.

6. WATER VALVES AND SEWER MANHOLS SHALL HAVE A BLCK CONCRETE COLLAR.

7. TREES AND SHRUBBERY IN THE RIGHT-OF-WAY THAT CONFLICT WITH PROPOSED IMPROVEMENTS
SHALL NOT BE REMOVED WITHOUT APPROVAL OF THE TOWN.

DRIVEWAY CALCULATIONS:

GRADING AND DRAINAGE PLAN

FOR

4250 E. KEIM DRIVE

PARADISE VALLEY, ARIZONA 85253

LOCATED IN A PORTION OF THE SOUTH HALF OF THE SOUTHWEST QUARTER OF SECTION 7, TOWNSHIP 2 NORTH,

OWNER/DEVELOPER:

THE MANN REVOCABLE LIVING TRUST B INDIAN  BEND DRIVE

3333 N. 34TH STREET
PHOENIX, AZ 85018

CONTACT: DAN MANN
PHONE: (602) 402-9017

-

DRIVE

SEC.
ENGINEER:

3_ENGINEERING | LINCOLN
6370 E. THOMAS ROAD, SUITE 200  E.KEIM DRIVE

SCOTTSDALE, ARIZONA 85251

EARTHWORK:

FOR ESTIMATING ONLY,

ENGINEER MAKES NO GUARANTEE OF ACCURACY.

NO SHRINK OR SWELL IS ASSUMED.

EARTHWORK QUANTITIES

DESCRIPTION QTY. UNIT
CUT (RAW) 978 C.Y.
FILL (RAW) 438 C.Y.

DISTURBED AREA CALCULATIONS:

AREA OF LOT = 1.142 ACRES OR 49,750 SQ. FT.

AREA UNDER ROOF
FLOOR AREA RATIO

ALLOWABLE DISTURBED AREA

2207-111-J)

ALLOWABLE DISTURBED AREA
EXISTING DISTURBED AREA
EXISTING DISTURBED AREA

5,283 SQ. FT.

= 10.62 7% (AREA UNDER ROOF/AREA OF LOT)

BUILDING PAD SLOPE = 15.20 %
VERTICAL = 26 FT.
HORIZONTAL = 171 FT.

33.38 % (PER TABLE 1, SECTION

16,815 SQ. FT.
37.8 %
18,829 SQ. FT.

GROSS DISTURBED AREA = 24,847 SQ.FT.

SUBTRACT
SUBTRACT

SUBTRACT

) TOTAL LIVABLE FOOTPRINT = 2,212 SQ. FT.
) ATTACHED GARAGE FOOTPRINT = 1,850 SQ.FT.

) RETENTION BASIN CREDIT = O SQ. FT.

(_
(_
SUBTRACT (-) DRIVEWAY CREDIT = O SQ.FT.
(_
(_

SUBTRACT

) RESTORED AREAS = 8,910 SQ.FT.

EQUALS (=) NET PROPOSED DISTURBED AREA = 11,877 SQ.FT.
NET PROPOSED DISTURBED AREA = 23.87 %

GRADE CALCULATIONS: (NOT FOR BID)

DRIVEWAY:
AREA = 2,152 SQ. FT.
MATERIAL = CONCRETE PAVERS
COLOR & LRV = CHARCOAL 29

ASSOCIATION OF GOVERNMENTS UNIFORM STANDARD SPECIFICATIONS

SITE

RANGE 4 EAST OF THE GILA AND SALT RIVER MERIDIAN, MARICOPA COUNTY, ARIZONA CONTACT: DAN G. MANN, P.E. E

PHONE: (602) 334-4387 3

EMAIL: DAN@3ENGINEERING.COM ”,

INDEX OF SHEETS TOWN OF PARADISE VALLEY T

— A GENERAL CONSTRUCTION NOTES PROJECT DESCRIPTION: §

FOR PUBLIC WORKS CONSTRUCTION: A NEW SINGLE-FAMILY RESIDENCE WITH ASSOCIATED

c1of COVER SHEET 1. ALL CONSTRUCTION IN THE PUBLIC RIGHTS OF WAY OR IN EASEMENTS  ATTACHED GARAGE, DRIVEWAY, POOL, SPA, BBQ, AND LOCATED IN A PORTION OF
C102 GRADING & DRAINAGE PLAN GRANTED FOR PUBLIC USE MUST CONFORM TO THE LATEST MARICOPA  RETENTION AREA. SECTION 7, TOWNSHIP 2

MCDONALD  DRIVE

THE GILA AND SALT RIVER MERIDIAN, MARICOPA COUNTY, ARIZONA

THE SOUTHWEST QUARTER OF
NORTH, RANGE 4 EAST OF

VICINITY MAP

AND UNIFORM STANDARD DETAILS FOR PUBLIC WORKS CONSTRUCTION UTILITY PROVIDERS:
2. WHENEVER EXCAVATION IS TO BE DONE, CALL "THE BLUE STAKE SEWER - SEPTIC
CENTER", 263-1100, TWO WORKING DAYS BEFORE EXCAVATION IS TO WATER - EPCOR
BEGIN. THE CENTER WILL SEE THAT THE LOCATION OF THE GAS - SOUTHWEST GAS
UNDERGROUND UTILITY LINES ARE IDENTIFIED FOR THE PROJECT. ELECTRIC - SALT RIVER PROJECT (SRP)
CALL "COLLECT"IF NECESSARY. CABLE - COX COMMUNICATIONS

TELEPHONE - QUEST
3. ALL EXCAVATION AND GRADING WHICH IS NOT IN THE PUBLIC
RIGHTS OF WAY OR NOT ON EASEMENTS GRANTED FOR PUBLIC USE AREA:
MUST CONFORM TO CHAPTER 70, EXCAVATION AND GRADING, OF THE P ——

LATEST EDITION OF THE INTERNATIONAL BUILDING CODE PREPARED BY 49,750 SQ.FT.OR 1.142 ACRES

THE INTERNATIONAL CODE COUNCIL.

LEGAL DESCRIPTION:

N.T.S.

LOT 56, OF CAMELBACK FOOTHILLS UNIT Il, ACCORDING TO THE PLAT

OF RECORD IN THE OFFICE OF THE COUNTY RECORDER OF MARICOPA

ADDRESS: COUNTY, ARIZONA, RECORDED BOOK 72 OF MAPS, PAGE 14
4250 E.KEIM DRIVE
TOWN OF PARADISE VALLEY PARADISE VALLEY, AZ 85253 .
HILLSIDE GRADING AND DRAINAGE NOTES: ’ BENCHMARK:
FOUND BRASS CAP IN HANDHOLE
1. NO CERTIFICATE OF OCCUPANCY SHALL BE ISSUED UNTIL ALL /ONING: AT THE INTERSECTION OF 40TH STREET & BETHANY HOME ROAD
HILLSIDE STIPULATIONS AND ALL TOWN CODE REQUIREMENTS ELEVATION = 1296.71
ARE COMPLIED INCLUDING, BUT NOT LIMITED TO LANDSCAPING, R-43 PER THE GDACS # 24047-1
GROUND RESTORATION, FIRE FLOW, FIRE SAFETY AND ALL DATUM = NAVDSS
ONSITE AND OFFSITE IMPROVEMENTS. APN NUMBER:
169-22-057

2. ALL OUTDOOR LIGHTING SHALL BE IN CONFORMANCE WITH
ARTICLE XXIIOF THE TOWN ZONING ORDINANCE.

3. ALL EXCESS FILL MATERIAL SHALL BE REMOVED FROM THE
SITE WITH NO NEW SPILL SLOPES.

4. THE USE OF HYDRAULIC RAM HAMMERS, OR OTHER HEAVY
EQUIPMENT USED TO CUT THROUGH ROCK, INCLUDING
MACHINERY WITH AUDIBLE BACK UP WARNING DEVICES SHALL
BE LIMITED TO USE BETWEEN THE HOURS OF T7:00AM OR
SUNRISE, WHICHEVER IS LATER, AND 6:00PM OR SUNSET,
WHICHEVER IS EARLIER, MONDAY THROUGH FRIDAY, WITH
LIMITED WORK ON SATURDAY AND NO WORK ON SUNDAY OR
LEGAL HOLIDAYS. RAM HAMMERS AND OTHER HEAVY
EQUIPMENT CANNOT BE USED ON SATURDAYS WITHOUT A
WAIVER FROM THE TOWN MANAGER.

5. CONSTRUCTION STAKING AND /OR FENCING SHALL BE PLACED
AROUND THE CONSTRUCTION SITE SO AS TO PROTECT THE
UNDISTURBED NATURAL AREA.

6. ALL RETAINING WALLS SHALL NOT EXTEND MORE THAN 6
INCHES ABOVE THE MATERIAL THEY RETAIN (WITH EXCEPTION
OF DRIVEWAY RETAINING WALLS IN ACCORDANCE WITH

PERCENTAGE OF LOT STEEPER THAN NATURAL GRADE (5% MAX) = 2 % 2207.V1.6).
VOLUME OF CUT = 978 C.Y. _
VOLUME OF FILL = 438 C.Y. NOTES:
1. THE EXISTING UTILITIES SHOWN ARE APPROXIMATE. THE CONTRACTOR SHALL
HILLSIDE ASSURANCE IS EQUAL TO 35 TIMES THE GRADING PERMIT FEE (2205.VI.B) HE EXISTING UTILITIES SHOWN ARE APPROXIMATE.  THE CONTRA

ASSURANCE AMOUNT = $51,520.00

RETAINING WALL CALCULATIONS:

TOTAL NUMBER OF RETAINING WALLS = 14

RETAINING WALL TABLE
WALL * | LENGTH OF WALL | peral@*BIUM L

1 50' B’

2 3 2.33"

3 43’ 417"

4 33" 417"

5 257 3.67

6 48’ 3.7

7 i 2.67

8 167 6.67'

9 147 .67

10 60’ 6

1 iZ 8’

12 78’ 8’

13 15 %

14 27 3

MAXIMUM CONTINUOUS LENGTH OF RETAINING WALLS = 78 FT. (SHALL
NOT EXCEED 100 L.F.PER SECTION 2207-V1-C-1-C)

MAXIMUM LENGTH OF VISIBLE RETAINING WALLS MEASURED FROM ANY

2. SANITARY SEWER PIPE CROSSINGS SHALL BE CONSTRUCTED IN ACCORDANCE WITH
M.A.G. STD. SPECIFICATIONS.

3. WATER PIPE SHALL HAVE A MINIMUM COVER OF 3’ AND MAX.COVER OF 4’ FROM
THE TOP OF PIPE TO THE TOP OF THE SUBGRADE.

4. COMPACTION SHALL COMPLY WITH M.A.G. SECTION 601.

5. WHERE EXCAVATION IS TO OCCUR THE TOP FOUR (4) INCHES OF EXCAVATED
NATIVE SOIL SHALL REMAIN ON THE SITE AND SHALL BE REUSED IN A MANNER
THAT TAKES ADVANTAGE OF THE NATURAL SOIL SEED BANK IT CONTAINS.

6. ALL EXTERIOR MATERIAL PALETTE SHALL BE IN ACCORDANCE WITH SECTION 2207.Il.D.

7. ALL EXTERIOR LIGHTING SHALL COMPLY WITH SECTION 2208.

8. NO DEVELOPMENT OF PROPERTY SHALL TAKE PLACE UNTIL THE ELECTRICAL AND
ELECTRONIC WIRES ARE UNDERGROUNDED FROM THE PROPERTY LINE TO THE ELECTRICAL
SERVICE PANEL.

9. ALL NATIVE PLANTS IMPACTED BY CONSTRUCTION SHALL BE RELOCATED ON SITE.
SEE LANDSCAPE PLAN AND NATIVE PLANT INVENTORY & SALVAGE PLAN.

FINISH FLOOR CERTIFICATION:

THE FINISH FLOOR ELEVATION SHOWN ON THE PLAN OF 1393.17 IS A MINIMUM OF 12" ABOVE
THE 100-YEAR STORM ELEVATION OF 1387.00.

POINT AROUND THE PROPERTY = 284 FT.(SHALL NOT EXCEED 300 L.F.
PER SECTION 2207-V1-B)

MAX. DISTANCE FROM NATURAL GRADE = 33 INCHES

CREDIT = O Z OR O SQ.FT.

MAXIMUM DRIVEWAY SLOPE = 5.8 % (307 MAXIMUM)
MINIMUM DRIVEWAY WIDTH = 18 FT (12 FEET MINIMUM)

FLOOD INSURANCE RATE MAP (FIRM) INFORMATION:

Caﬁmg’;gY PANEL NUMBER PANEL DATE SUFFIX FIRM DATE FIRM ZONE | BASE FLOOD ELEVATION
040049 1765 OCTOBER 16, 2013 L OCTOBER 16, 2013 X N/A

LEGEND
——— = = ——  INDICATES PROPERTY / BOUNDARY LINE BWV o< INDICATES EXISTING BACKFLOW PREVENTER VALVE
1095 INDICATES EXISTING CONTOUR ELEVATION FH @ INDICATES EXISTING FIRE HYDRANT
—90 INDICATES PROPOSED CONTOUR ELEVATION o PP INDICATES EXISTING POWER POLE
+T8388‘28 INDICATES EXISTING TOP OF CURB ELEVATION 90,5~ INDICATES PROPOSED GROUND ELEVATION
:90. INDICATES EXISTING GUTTER ELEVATION
A RV INDICATES DIRECTION OF FLOW & SLOPE
+O>Q' INDICATES EXISTING GROUND ELEVATION (% INDICATES GRADE BREAK
. P:91.34 INDICATES EXISTING PAVEMENT ELEVATION TC= . INDICATES PROPOSED TOP OF CURB & GUTTER ELEV.
.C:91.28 INDICATES EXISTING CONCRETE ELEVATION =
8W s INDICATES EXISTING WATER LINE,VALVE & SIZE = . INDICATES PROPOSED PAVEMENT ELEVATION
8's INDICATES EXISTING SEWER LINE & SIZE L . INDICATES PROPOSED TOP OF CONC. ELEVATION
LPX INDICATES EXISTING LIGHT POLE FF= INDICATES PROPOSED FINISH FLOOR ELEVATION
T INDICATES EXISTING BURIED TELEPHONE CONDUIT PAD= INDICATES PROPOSED PAD ELEVATION
ET[] INDICATES EXISTING ELECTRIC TRANSFORMER INDICATES PROPOSED CATCH BASIN
E INDICATES EXISTING BURIED ELECTRIC CONDUIT [ s INDICATES PROPOSED STORM DRAIN PIPE
Icve INDICATES EXISTING IRRIGATION CONTROL VALVE Wi e INDICATES EXISTING WATER METER
EBo INDICATES EXISTING ELECTRIC BOX

RETENTION BASIN CALCULATIONS:

PRE VS. POST RETENTION
LOT AREA=49,750 SF

RAINFALL, P=2.20" (100YR/2-HR FIGURE A.56 OF FCDMC HYDROLOGY MANUAL)

EXISTING CONDITION

MOUNTAIN TERRAIN: C=0.75 (100YR TABLE 3.2 & 3.3 OF FCDMC HYDROLOGY MANUAL)

PROPOSED CONDITION
MOUNTAIN TERRAIN: C=0.75, A=35,802 SF (100YR TABLE 3.2 & 3.3
HYDROLOGY MANUAL)
PAVEMENTS AND ROOFTOPS: C=0.95, A=10,541 SF (100YR TABLE 3.2
HYDROLOGY MANUAL)

OF FCDMC
& 3.3 OF FCDMC

DESERT LANDSCAPING: C=0.45, A=3,407 SF (100YR TABLE 3.2 & 3.3 OF FCDMC

HYDROLOGY MANUAL)
WEIGHTED C = O0.77

REQUIRED RETENTION VOLUME
V=(0.77-0.75)(2.20/12)(49,750) = 183 CF

FIRST FLUSH RETENTION VOLUME

DISTURBED AREA = 24,847 SF

RAINFALL, P=0.5"(PV STORM DRAINAGE DESIGN MANUAL)
PROPOSED CONDITION (DISTURBED AREA)

MOUNTAIN TERRAIN: C=0.75, A=10,899 SF (100YR TABLE 3.2 & 3.3 OF FCDMC

HYDROLOGY MANUAL)
PAVEMENTS AND ROOFTOPS: C=0.95, A=10,541 SF (100YR TABLE 3.2
HYDROLOGY MANUAL)

DESERT LANDSCAPING: C=0.45, A=3,407 SF (100YR TABLE 3.2 & 3.3 OF FCDMC

HYDROLOGY MANUAL)
WEIGHTED C = 0.79

REQUIRED RETENTION VOLUME
V=(0.79)(0.5/12)(24,847) = 818 CF

PROVIDED RETENTION VOLUME

HIGH WATER ELEV = 1387 (AREA = 1,878 SF)
BOTTOM OF BASIN ELEV = 1386.5 (AREA = 1,878 SF)
STORAGE VOLUME PROVIDED = 939 CF

TOTAL STORAGE VOLUME PROVIDED = 939 CF

DRAINAGE STATEMENT:

1. ULTIMATE STORM OUTFALLS THE SITE AT THE NORTHWEST
CORNER AT THE ELEVATION OF 1365.00

2. PROPOSED DEVELOPMENT DOES NOT IMPACT DRAINAGE
CONDITIONS OF ADJOINING LOTS.

3. RETENTION IS PROVIDED FOR THE 100-YEAR, 2-HOUR STORM
EVENT PER THE STORM WATER DRAINAGE DESIGN MANUAL.

4. THE LOWEST FINISH FLOOR ELEVATION OF 1393.17 IS SAFE

& 3.3 OF FCDMC

FROM INUNDATION DURING A 100-YEAR PEAK RUN-OFF EVENT IF

CONSTRUCTED IN ACCORDANCE WITH THE APPROVED PLANS.

AS-BUILT CERTIFICATION:

I HEREBY CERTIFY THAT THE "RECORD DRAWING”MEASUREMENTS AS
SHOWN HEREON WERE MADE UNDER MY SUPERVISION OR AS NOTED
AND ARE CORRECT TO THE BEST OF MY KNOWLEDGE AND BELIEF.

REGISTERED CIVIL ENGINEER / LAND SURVEYOR

REGISTRATION NUMBER
TOWN OF PARADISE VALLEY APPROVAL:

DATE

THIS SET OF PLANS HAS BEEN REVIEWED FOR COMPLIANCE WITH TOWN OF
PARADISE VALLEY REQUIREMENTS PRIOR TO ISSUE OF PERMIT. THE TOWN
NEITHER ACCEPTS NOR ASSUMES ANY LIABILITY FOR ERRORS OR OMISSIONS.
THIS COMPLIANCE APPROVAL SHALL NOT PREVENT THE TOWN ENGINEER FROM
REQUIRING CORRECTIONS OF ERRORS OR OMISSIONS IN THE PLANS TO BE FOUND

IN VIOLATION OF LAWS AND ORDINANCES.

TOWN ENGINEER

DATE

/ Contact Arizona 811 at least two full\
working days before you begin excavation

’."V"'
VA
Ba

5}
\Call 811 or click Arizona811.com /
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POOL BACKWASH NOTE:

THIS POOL WILL HAVE A CARTRIDGE FILTER WHICH DOES NOT REQUIRE BACKWASHING.

FH

FOUND /REBAR
W/ CAP #31588

\E

\

T
\E
\N@

5" MAX SPACING

8’ PUBLIC UTILITY EASEMENT
PER BOOK 72, PAGE 14, M.C.R.

FOUND REBAR- BASIS OF BEARING

W/ CAP u N88°42/36"W (M&R) — 20" SETBACK FOUND REBAR

A 206.42’ (R) 205.54’ (M)
I

’711 G/

3 ENGINEERING GENERAL NOTES:

1.

_— e —

/

20’ SETBACK

(R)
(M)

247_2 ’
246,4%/

07’19~
12’39/«&:

NO7°
NO7°

—

2' EASEMENT FOR ANCHORS
PER DKT. 3225, PAGE 527, M.C.R.

. —

N/
RET. WALL *13
1'%

RET. WALL *8
RET. WALL *7

20" SETBACK

C”o 7 oQ
By
~ C, PROPOSED AC UNITS

PROPOSED ELECTRIC LINE

~I

D=6°09'27" (M) 0
R=1054.68" (M&R) o)
L=113.34" (M&R) T =

RECTANGULAR TOP BAR

\ , & D=5 \J
~<¢ R=475.00" (M&R) ¥ =
=~ L=49.52'(M)
- L549.74'(R) /.

8’ PUBLIC UTILITY EASEMENT
PER BOOK 72, PAGE 14, M.C.R.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

25.

MARICOPA ASSOCIATION OF GOVERNMENTS (M.A.G.) UNIFORM STANDARD SPECIFICATIONS

AND DETAILS FOR PUBLIC WORKS CONSTRUCTION (LATEST EDITION) INCLUDING LATEST REVISION
AND CURRENT SUPPLEMENTALS THEREOF PER THE LOCAL TOWN OR CITY) ARE INCORPORATED INTO
THIS PLAN IN THEIR ENTIRETY.

ALL WORK REQUIRED TO COMPLETE THE CONSTRUCTION COVERED BY THIS PLAN SHALL BE IN
ACCORDANCE WITH THE M.A.G. STANDARD SPECIFICATIONS AND DETAILS AND CURRENT SUPPLEMENTS

THEREOF PER THE LOCAL CITY OR TOWN UNLESS SPECIFIED OTHERWISE IN THESE PLANS OR ELSEWHERE

IN THE CONTRACT DOCUMENTS. CONTRACTORS SHALL FAMILIARIZE THEMSELVES WITH ALL REQUIRED
STANDARD SPECIFICATIONS, DETAILS AND SUPPLEMENTS PRIOR TO BIDDING THE WORK FOR THE
CONSTRUCTION COVERED BY THIS PLAN.

ANY QUESTION RAISED RELATIVE TO THE ACCURACY OF IMPROVEMENT INSTALLATION SHALL NOT
BE RAISED SUBSEQUENT TO COMPLETION OF THE WORK UNLESS ALL SURVEY STAKES ARE
MAINTAINED INTACT. SHOULD SUCH STAKES NOT BE PRESENT AND VERIFIED AS TO THEIR ORIGIN,
NO CLAIM FOR ADDITIONAL COMPENSATION FOR CORRECTION SHALL BE PRESENTED TO ANY PARTY
AND SUCH WORK SHALL BE CORRECTED BY THE CONTRACTOR AT HIS EXPENSE.

CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR
JOBSITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY
OF ALL PERSONS AND PROPERTY. AND THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY
AND NOT BE LIMITED TO NORMAL WORKING HOURS; AND THAT THE CONTRACTOR SHALL DEFEND,
INDEMNIFY, AND HOLD THE OWNER AND ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL
OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, ACCEPTING
LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR THE ENGINEER.

NEITHER THE OWNER, NOR THE ENGINEER OF WORK WILL ENFORCE SAFETY MEASURES OR
REGULATIONS. THE CONTRACTOR SHALL DESIGN, CONSTRUCT, AND MAINTAIN ALL SAFETY DEVICES,
INCLUDING SHORING, AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE,
AND FEDERAL SAFETY AND HEALTH STANDARDS, LAWS AND REGULATIONS.

THE CONTRACTOR SHALL FOLLOW THE GUIDELINES AND REGULATIONS AS SET FORTH BY OSHA.

THE CONTRACTOR SHALL BE RESPONSIBLE TO INSURE THAT ALL GRADING AND STORM DRAINS
ARE BUILT IN ACCORDANCE WITH THESE PLANS.IF THERE ARE ANY QUESTIONS REGARDING THESE
PLANS OR FIELD STAKES, THE CONTRACTOR SHALL REQUEST AN INTERPRETATION BEFORE DOING
ANY WORK BY CALLING THE ENGINEER OF WORK AT 602-334-4387. THE CONTRACTOR SHALL ALSO
TAKE THE NECESSARY STEPS TO PROTECT THE PROJECT AND ADJACENT PROPERTY FROM ANY
EROSION AND SILTATION THAT RESULT FROM HIS OPERATIONS BY APPROPRIATE MEANS (SAND
BAGS, HAY BALES, TEMPORARY DESILTING BASINS, DIKES, SHORING, ETC.) UNTIL SUCH TIME

THAT THE PROJECT IS COMPLETED AND ACCEPTED FOR MAINTENCE BY WHATEVER OWNER,
AGENCY OR ASSOCIATION IS TO BE ULTIMATELY RESPONSIBLE.

THE EXISTENCE AND LOCATION OF UNDERGROUND UTILITIES OR STRUCTURES SHOWN ON THESE
PLANS WERE OBTAINED FROM A SEARCH OF THE AVAILABLE RECORDS. TO THE BEST OF OUR
KNOWLEDGE THERE ARE NO OTHER EXISTING UTILITIES EXCEPT AS SHOWN ON THESE PLANS. THE
CONTRACTOR IS REQUIRED TO TAKE PRECAUTIONARY MEASURES TO PROTECT THE UTILITY LINES
SHOWN HEREON AND ANY OTHER NOT OF RECORD OR NOT SHOWN ON THESE PLANS. ALL DAMAGES
THERETO CAUSED BY THE CONTRACTOR SHALL BE REPAIRED TO THE APPROPRIATE SPECIFICATIONS
AND AT THE EXPENSE OF THE CONTRACTOR.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO LOCATE ALL UNDERGROUND PIPELINES. TELEPHONE
AND ELECTRIC CONDUITS AND STRUCTURES IN ADVANCE OF ANY CONSTRUCTION AND TO OBSERVE
ALL POSSIBLE PRECAUTIONS TO AVOID ANY DAMAGE TO SUCH. THE ENGINEER AND/OR OWNER WILL
NOT GUARANTEE ANY LOCATIONS AS SHOWN ON THESE PLANS OR THOSE OMITTED FROM SAME.

CONTRACTOR SHALL MAKE EXPLORATORY EXCAVATIONS AND LOCATE EXISTING UNDERGROUND
FACILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS TO PLANS IF REVISIONS
ARE NECESSARY BECAUSE OF ACTUAL LOCATIONS OF EXISTING FACILITIES.

BEFORE EXCAVATING FOR THIS CONTRACT, THE CONTRACTOR SHALL VERIFY THE LOCATION AND
DEPTH OF ALL UNDERGROUND UTILITIES WITH THE APPROPRIATE UTILITY COMPANY.

LOCATION AND ELEVATION OF IMPROVEMENTS TO BE MET BY WORK TO BE DONE SHALL BE
CONFIRMED BY FIELD MEASUREMENTS PRIOR TO CONSTRUCTION OF NEW WORK.

CONTRACTOR SHALL TAKE THE NECESSARY PRECAUTIONS REQUIRED TO PROTECT ADJACENT
PROPERTIES DURING THE GRADING OPERATIONS.

WHERE TRENCHES ARE WITHIN EASEMENTS OR WITHIN 10’ OF ANY BUILDING, A SOILS REPORT
SHALL BE SUBMITTED TO THE ENGINEER OF WORK BY A QUALIFIED SOILS ENGINEER WHICH
INDICATES THAT TRENCH BACKFILL WAS COMPACTED UNDER THE OBSERVATION OF THE SOILS
ENGINEER AND IN ACCORDANCE WITH THE ABOVE-NAMED SPECIFICATIONS.

ALL FRAMES, COVERS, VALVE BOXES AND MANHOLES SHALL BE ADJUSTED TO FINISHED GRADE
UPON COMPLETION OF PAVING OR RELATED CONSTRUCTION.

THE SOILS (GEOTECHNICAL) REPORT FOR THIS PROJECT, INCLUDING ALL ADDENDUMS,SHALL BE
CONSIDERED A PART OF THESE PLANS. ALL PAVING, GRADING, EXCAVATION, TRENCHING,

PIPE BEDDING, CUT FILL AND BACKFILL SHALL BE DONE IN ACCORDANCE WITH THE
RECOMMENDATIONS AND SPECIFICATIONS CONTAINED IN SAID REPORT.

ALL GRADING SHALL BE DONE UNDER THE OBSERVATION OF A QUALIFIED SOILS ENGINEER, ALL
AREAS TO BE FILLED SHALL BE PREPARED TO BE FILLED AND ALL FILL SHALL BE PLACED IN
ACCORDANCE WITH THE RECOMMENDED GRADING SPECIFICATIONS AND SPECIAL PROVISIONS ATTACHED
TO THE SOILS INVESTIGATION FOR THIS SUBDIVISION. IT SHALL BE THE CONTRACTOR’S
RESPONSIBILITY TO PLACE, SPREAD, WATER AND COMPACT THE FILL IN STRICT ACCORDANCE WITH
THESE SPECIFICATIONS.

OBSERVATIONS AND COMPACTION TESTS SHALL BE MADE BY THE SOILS ENGINEER DURING THE
FILLING AND COMPACTING OPERATIONS SO THAT HE CAN STATE HIS OPINION THAT THE FILL WAS
CONSTRUCTED IN ACCORDANCE WITH THE EARTHWORK SPECIFICATIONS.

IN THE CASE OF CONFLICTS, THE REQUIREMENTS OF THE EARTHWORK SPECIFICATIONS PREPARED
FOR THE PROJECT BY THE SOILS ENGINEER SHALL GOVERN THE REQUIREMENTS OF THIS PLAN AND
THESE NOTES. PLANS SHALL BE REVISED ACCORDINGLY.

CUT AND FILL SLOPES SHALL BE TRIMMED TO THE FINISH GRADE TO PRODUCE A SMOOTH

SURFACE AND UNIFORM CROSS SECTION. THE SLOPE OF THE EXCAVATIONS OR EMBANKMENTS SHALL
BE SHAPED AND TRIMMED AS SHOWN ON THE PLANS AND LEFT IN A NEAT AND ORDERLY CONDITION.
ALL STONES, ROOTS, OR OTHER WASTE MATTER EXPOSED ON EXCAVATION OR EMBANKMENT SLOPES
SHALL BE REMOVED AND DISPOSED OF OFF SITE IN A LEGAL MANNER BY THE CONTRACTOR.

GRADING CONTRACTOR IS TO COORDINATE THE GRADING OPERATION WITH UTILITY COMPANIES
PERTAINING TO POLE REMOVAL, ADJUSTING WATER BLOWOFFS AND WATER FACILITIES TO GRADE
OR ANY OTHER UTILITY ADJUSTMENTS.

ANY EXISTING RETENTION AND DRAINAGE FACILITIES ON THIS SITE WILL NOT BE REMOVED FROM
SERVICE UNTIL THE PERMANENT RETENTION AND DRAINAGE FACILITIES ARE FUNCTIONAL.

SCARIFY RETENTION AREAS 1 FOOT MINIMUM DEPTH PRIOR TO PLACEMENT OF LANDSCAPING ROCK
OR TURF. PROVIDE 75-85 PERCENT COMPACTION WITHIN SCARIFIED ZONE AT COMPLETION OF GRADING.

FINISH GRADES IN RETENTION AND LANDSCAPE AREAS SHOWN ON THIS PLAN ARE FINAL GRADES
AT COMPLETION OF LANDSCAPING.

CONTRACTOR SHALL NOTIFY THE ENGINEER REGARDING ANY DISCREPANCIES IN A.D.A. REQUIREMENTS
BETWEEN THE PLANS AND THE FIELD INSPECTOR OR OTHER AGENCY PRIOR TO IMPLEMENTATION OF
ANY CHANGES TO THE APPROVED PLANS.

60“

SPECIAL NOTES: * NOTE:

SCALE: 1"= 20’
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TOP OF RETAINING WALL
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1. IT IS THE CONTRACTORS RESPONSIBILITY TO LOCATE FINAL BUILDING PLANS
ALL UNDERGROUND PIPELINES, GAS, ELECTRIC
CONDUITS AND STRUCTURES IN ADVANCE OF ANY
SITE GRADING. THE ENGINEER AND/OR OWNER WILL
NOT GUARANTEE ANY LOCATIONS AS SHOWN ON
THESE PLANS OR THOSE OMITTED FROM SAME.

. BEFORE EXCAVATING FOR THIS CONTRACT, THE
CONTRACTOR SHALL VERIFY THE LOCATION AND
DEPTH OF ALL UNDERGROUND UTILITIES WITH THE
APPROPRIATE UTILITY COMPANY.

. THE EXISTENCE AND LOCATION OF UNDERGROUND
UTILITIES OR STRUCTURES SHOWN ON THESE PLANS
WERE OBTAINED FROM FIELD SURVEY’'S AND A
SEARCH OF THE AVAILABLE RECORDS. TO THE BEST
OF OUR KNOWLEDGE.

VERIFY PAD GRADE WITH

N.T.S.

/ Contact Arizona 811 at least two full\
working days before you begin excavation

4\

5 2
\Call 811 or click Arizona811.com /
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WAC I_I G I—I Tl N G Fixture Type:

Catalog Number:

dwelLED " —
Catalog Number: 2- inch LED recessed downlight with excellent light control and low Catalog # Lype

aperture brightness. Offered with 15°, 25°, 40°, 55° or wall wash optic
producing a smooth distribution. Lumen packages ranging from 500 to
2000 with color temperatures of 2400K, 2700K, 3000K, 3500K, 4000K and
5000K, in 80, 90 or 97CRI. Dim to warm technology — similar to halogen at

Project: Project:

Surface Mounted Location: Archetype Location:

Project

Date

Step nght Outdoor Wall Sconce 3000K full power, the 3000K LED warms smoothly as dimmed to 1850K creating Comments
Model & Voltage Color Temp & CRI Lumens Finish Model & Size Color Temp & CRI Finish Watt LED Lumens Delivered Lumens Title 24 a rluch warm glow vauthm the Spa;:]t_%. Tu nabltle w:_|te teﬁ_};nglzgy - a:Juslt the oreoared b
O 4501 9-15VAC O 2700K 85 55 O BBR Bronze on Brass O WS-W15924 24"  3000K 90 O BK Black 16W 1200 571 Yes color temperature from warm white to cool white while independently p y

controlling intensity.

O 3000K 85 55 O BK Black on Aluminum

Example: 4501-27BBR

FEATURES

O BZ Bronze on Aluminum
O WT  White on Aluminum

+ Slim low profile design-surface mount installation, (no junction box)

+ Die-cast aluminum or die-cast brass

* Invisible hardware
+ 6' lead wire included
+ Compatible with WAC Transformer

Example: WS-W15924-BK

DESCRIPTION

A low-profile, artful design adds a distinctive, sophisticated look in any

outdoor application.

FEATURES

+ ACLED driverless technology

+ 5 year warranty

SPECIFICATIONS

SPECIFICATION FEATURES

Lower Reflector

Round or square painted die cast
aluminum or round anodized
aluminum lower reflector with

a lensed upper optical chamber
providing superior lumen output
with minimal source brightness.
Anodized reflectors are offered in
all Portfolio Alzak® finishes. Plaster
lathing ring accessory offered for
flush reflector transition.

Thermal

Forged aluminum heat sink
conducts heat away from the LED
COB for optimal performance and
long life.

LED

Chip on board with a multitude

of highly efficient white LED's,
combined with TIR optic produces
an even distribution with no

Connected Lighting Systems
WavelLinx tilemount daylight
sensor includes control module,
sensor and cable allowing use
with the comprehensive lighting
system.

LumaWatt Pro (powered by
Enlighted) wireless tile mount
sensor and relay accessory enables
wireless control using a tile mount

» Transformer required Color Temp: 3000K pixilation. Rated for 50,000 hours SeNnsor accessory.
* 10 yrs warranty Input: 120 VAC, 50/60Hz Trim Retention at 70% lumen maintenance. Auto
CRI: 90 Reflector is retained with three or resetting, thermally protected, Distributed low voltage power
SPECIFICATIONS : four pressure springs holding the LED’s are turned off when safe system combines power, lighting,
Construction: Corrosion resistant aluminum alloy, Solid die- Dimming: ELV: 100 - 10% flange tight to the finished ceiling operating temperatures are f'md con‘trols with ease of
cast brass Rated Life: 54000 Hours surface. exceeded. Color var!anon wnth_m installation.
Power: aw Standards: ETL, cETL, IP65, Title 24 JA8-2016 Compliant, . 3-step MacAdam ellipses. Flexible .
I . 50/60Hz. 9-15 VAC Dark Sky Friendly Optic disconnect allows for replacement Code Compliance
nput: i Wet Location Listed TIR optic in 15°, 25°, 40, 55° or of LED engine from below ceiling. Thermally protected and cULus
Dimming: MLV: % ‘ ' wall wash provides smooth beam Available in 80, 90 or 97 CRI. listed for protected damp locations
Light Source: Integrated LED Construction: Aluminum hardware with etched glass diffuser without color separation. Media D2W™ - dim-to-warm shifts CCT with open trims and cULus listed
) holder fits onto upper reflector and from 3000K to 1850K as fixture for protected wet locations with
3 Step Mac Adam Ellipse FINISHES . DR . s
p p holds up one lens media. For non- dims mimicking halogen sources. lensed trims. EMI/RFI emissions
Lens: Tempered Glass lens trims only. W2N - Tunable white CCT range per FCC 47CFR Part 18 Class B
Rated Life: 70000 Hours FINISHES 2700K to 6500K or 2000K to 5000K, consumer Iimits. Option'al City of
Finish: Enamel Coated White on Aluminum, Enamel I Plaster Frame / Collar 90 CRI. Chicago enviromental air (CCEA)
Coated Bronze on Aluminum, Enamel Coated Black —ge}"’ Cc?ns(;ructltljnl ; Dri T’é%"(')"lng for pled”“bm appllcalhlonsl.c LD2B EU2B 2LB
Bronze on Brass, Enamel Coated Black on LINE DRAWING alvanize stee_ P astgr rame river umen and above are on—"
Aluminum designed for ceiling thickness from Standard 120-277V 0-10V rated - Insulation must be kept 3
i . o ° ° ° Black on Bronzeon  Bronzeon  Whiteon " 2 to 1-1/4-inch. dimming driver provides flicker from top and sides of housing.
Operating Temp: -40°F to 122°F (-40°C to 50°C i i i >
perating Temp L40°C to 50°C) :I',\TED";AWA}',”\JZW frass - Auminum 7 t3%" 4 Retrofit free dimming from 100% to 1%. IC-rated up to 1000 lumens (except 500, 1000, 1500, 2000 Lumens
Standards: UL, cUL, Wet Location Listed, IP66, ADA N - e below Optional 120V leading edge, <1% wall wash). LED
o : 0-10V, Fifth Light, DMX or Lutron® RoHS Compliant. Photometric
Universal Mounting Bracket Ecosystem. Driver can be serviced testing completed in accordance ——
Accepts 1/2” EMT. C chgannel and from above or through the aperture  with IES LM 79 and TM-30
bar hgn ors ! with standard D010 driver. Other standards. LED life testing 2-Inch
o gers. drivers require above ceiling completed in accordance with Spun or Die Cast Aluminum
Junction Box access. LM 80 standards. Downlight or Wall Wash
4" (4) 1/2 trade size pry Ol.lts . Warranty New Construction or Retrofit
" 54" positioned to allow straight conduit B-year warranty
5 . runs. Listed for (4) #12AWG (two 2x4 and 2x6
‘ in, two out) 90°C conductors and ’ ‘
—— feed thru branch wiring. Lever .&wﬂ_ﬁ( u
— 318" connectors for simple push in G D ZW
—— ‘ wiring. - -
L Can be
7/ n - g:f:pr;wimT24
% WS-W15924
= requirements

Can be used to comply with California
Title 24 High Efficacy requirements.
Certified to California Title 20
Appliance Efficiency Database.

ENERGY
Sound Rating: Class A standards Input Power: 7.38W | THD: <14.4% Input Power: 1TW ‘ THD: <13.8% Lumens Inrush (A) Duration (ms) Inrush (A) Duration (ms)
(Values at non-dimming line voltage) 120V Input Current: 0.06A | 277V Input Current: 0.03A | 120V Input Current; 0.086A | 277V Input Current: 0.042A 500 Lumen D010 0.64 0.05 14 0.04
Minimum Starting Temperature: -30°C (-22°F) 1000 Lumen D010 1.02 0.041 218 0.021
1500 Lumen D010 2000 Lumen D010
EMI/RFI: FCC Title 47 CFR, Part 15, Class B (Consumer) 1500 Lumen D010 1.02 1.02 2.24 0.064
Input Power: 1505W | THD: <13.0% Input Power: 21.2W__ | THD: <86%
Input Voltage: UNV {120V - 277V) 2000 Lumen D010 102 0.077 243 0.027
120V Input Durrent:0.13A| 277V Input Current: 0.06A | 120V Input Current: 0.18A ‘ 277V Input Current: 0.081A
Power Factor: >0.90
(at nominal input 120-277 VAC & 100% of Rated Output Power)
Input Frequency: 50/60Hz
* ok *
waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050 = P'Kd'yassem‘bled in = waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050 w @ TD520096EN
) = AMEriCa = )

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. March 2020 WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. March 2020 - November 4, 2019 10:50 AM

* ok *
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Powering Business Worldwide
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drawings shall be restricted to the original site for which they were
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4250 EAST KEINWM DIF
D Plant # Designation Designation Species Scientific Name Caliper (in) Height (Ft) Width (Ft) Plant Condition Reason for Non Salvageable U I Z g
FOOTHILLS PALO PARKINSONIA —_— ] <
1 NS PIP VERDE MICROPHYLLU M 4 12 12 H -_—S é
= - FOOTHILLS PALO PARKINSONIA - 7 E
[@[F@D@@ﬁ @@@S@JU@@]W@@ ' 2 NS PIP VERDE MICROPHYLLU M 4 12 10 H wQ <
— . FOOTHILLS PALO PARKINSONIA o -y ﬂ
civill cehylheers Aoy | 3 NS PIP VERDE MICROPHYLLU M 10 20 20 NH EXPOSSED ROOTS JJ - = <Dt N
O M g o o FOOTHILLS PALO PARKINSONIA I>nph
3 ENGINEERING = o = O &E)‘ 4 NS D VERDE MICROPHYLLUM 4 8 8 NH nZERN
6370 EAST THOMAS ROAD E 5 E Q S| P-O: Ve Z v W 8 £
SCOTTSDALE , ARIZONA 85251 > 5 L% \/ j\: ) 5 NS PIP MESQUITE PROSOPIS JULIFLORA 14 25 25 H g ; 3 g
CONTACT: DANIEL MANN i 20 | | NATVE : L] 7
PHONE: 602.334.4387 R S . EI Wz v
EMAIL:dan@3engineering.com @D : =1 6 NS PIP MESQUITE PROSOPIS JULIFLORA 12 20 20 NH 7 oz u
Gy il ) A FOOTHILLS PALO PARKINSONIA « w;
. \ '_______‘————7\ 7 NS D VERDE MICROPHYLLUM 4 8 8 NH DIEBACK m nYE
H@m@]@@@g@@ architecture: T N bk . 5 ' FOOTHILLS PALO PARKINSONIA DIEBACK; SLOPE; EXISTNG 0 Z‘f
W | ;o ' wHE ] 8 NS D VERDE MICROPHYLLU M 4 8 8 H RETENTION L|J ~ ag
7525 EAST 6TH AVENUE ‘ | 4 FOOTHILLS PALO PARKINSONIA DIEBACK ; SLOPE; EXISTNG < m E
SCOTTSDALE, ARIZONA 85251 TR e T g N : TN e, Y b 9 NS D VERDE MICROPHYLLUM 4 8 8 NH RETENTION D N Dm
CONTACT: BRANDON PAUL N FOOTHILLS PALO PARKINSONIA DIEBACK ; SLOPE; EXISTNG TR
PHONE: 480.225.7077 10 NS D VERDE MICROPHYLLU M 8 8 NH RETENTION
EMAIL:bpaul@designethic.net FOOTHILLS PALO PARKINSONIA
1 NS D VERDE MICROPHYLLU M 6 6 NH SLOPE; EXPOSED ROOTS
FOOTHILLS PALO PARKINSONIA
12 NS D VERDE MICROPHYLLU M 6 6 NH SLOPE; EXPOSED ROOTS
FOOTHILLS PALO PARKINSONIA
13 NS D VERDE MICROPHYLLU M 7 4 NH DIEBACK
FOOTHILLS PALO PARKINSONIA
14 S S VERDE MICROPHYLLU M 6 6 H
FOOTHILLS PALO PARKINSONIA
15 NS PIP VERDE MICROPHYLLUM 20 20 NH DIEBACK
FOOTHILLS PALO PARKINSONIA
16 NS PIP VERDE MICROPHYLLU M 25 20 H SLOPE
FOOTHILLS PALO PARKINSONIA
17 NS PIP VERDE MICROPHYLLUM 20 16 b SLOPE D
FOOTHILLS PALO PARKINSONIA %///
18 NS PIP VERDE MICROPHYLLU M 20 20 H SLOPE / ‘
FOOTHILLS PALO PARKINSONIA
19 S PIP VERDE MICROPHYLLU M 8 6 H o)
FOOTHILLS PALO PARKINSONIA B -_-
~' 20 S S VERDE MICROPHYLLU M 5 5 H SCALE: 1"
N FOOTHILLS PALO PARKINSONIA
AL s 2 s S VERDE MICROPHYLLUM 10 10 ’ ]
‘\"/.‘Xﬁ\\‘\ A ',{é" ( CALL TWO WORKING DAYS A
,~ /m'!;%"« 22 S S IRONW OOD OLNEYA TESOTA 18 30 30 H BEFORE YOU DIG
=X FOOTHILLS PALO PARKINSONIA
\ 23 S PIP VERDE MICROPHYLLU M 7 7 H 602-263-1100
FOOTHILLS PALO PARKINSONIA 1-800-STAKE-IT
24 S PIP VERDE MICROPHYLLU M 6 6 H (OUTSIDE MARICOPA COUNTY)
FOOTHILLS PALO PARKINSONIA L
25 S PIP VERDE MICROPHYLLUM 12 12 H
26 S PIP VERDE MICROPHYLLU M 15 15 H
FOOTHILLS PALO PARKINSONIA CY)
27 NS PIP VERDE MICROPHYLLU M 10 10 H EXPOSED ROOTS L{')
FOOTHILLS PALO PARKINSONIA C\l C\l
28 NS D VERDE MICROPHYLLU M 12 10 NH DIEBACK L(')
FOOTHILLS PALO PARKINSONIA (/)
29 NS D VERDE MICROPHYLLU M 10 4 NH DIEBACK (X)
FOOTHILLS PALO PARKINSONIA —
30 NS D VERDE MICROPHYLLU M 6 8 NH DIEBACK 1 LL] <
FOOTHILLS PALO PARKINSONIA — > >—
31 NS D VERDE MICROPHYLLU M 7 7 H PROXIMITY TO FOOTING — Z Y
FOOTHILLS PALO PARKINSONIA I___ Dﬁ O O
32 NS D VERDE MICROPHYLLU M 9 9 H PROXIMITY TO FOOTING
CARNEGIEA O D N —
33 S PIP SAGUARO GIGANTEA 3 Ik H — Z
CARNEGIEA E Dﬁ Ll
34 S PIP SAGUARO GIGANTEA 8 14" H O \O < >
FOOTHILLSPALO | PARKINSONIA LL_ L{') m i
35 S PIP VERDE MICROPHYLLU M 6 8 H ~ e
FOOTHILLS PALO PARKINSONIA ¥ |— M >_ —
36 S PIP VERDE MICROPHYLLU M 6 6 H O — LL| Z
FOOTHILLS PALO PARKINSONIA
37 S S VERDE MICROPHYLLU M 9 8 - U (/) — <(
CARNEGIEA — < —J —
38 S S SAGUARO GIGANTEA 3 10" H < LL] < al
FOOTHILLS PALO PARKINSONIA m > LLI
39 S S VERDE MICROPHYLLU M 7 8 = O
FOOTHILLS PALO PARKINSONIA — >
40 S S VERDE MICROPHYLLU M 12 18 H |_|_| LO) LLI —
FOOTHILLS PALO PARKINSONIA C\l (/) <
41 NS PIP VERDE MICROPHYLLUM 15 12 H z ﬂ- o~
FOOTHILLS PALO PARKINSONIA D Z
42 NS D VERDE MICROPHYLLU M 12 15 H <
FOOTHILLS PALO PARKINSONIA <
43 S PIP VERDE MICROPHYLLUM 18 15 NH DIE BACK f-’( > Dﬁ i
FOOTHILLS PALO PARKINSONIA Q =
44 S PIP VERDE MICROPHYLLU M 15 12 NH DYING 5 < H
FOOTHILLSPALO | PARKINSONIA Q N =
45 S PIP VERDE MICROPHYLLU M 25 20 H o n
FOOTHILLS PALO PARKINSONIA
LINCOLN DRIVE - 46 S PIP VERDE MICROPHYLLU M 20 18 H _
CEIM DRIVE g FOOTHILLS PALO PARKINSONIA JOB NO
(Z, s 47 S PIP VERDE MICROPHYLLU M 15 15 H DATE 03.09.2020
THIS = = FOOTHILLS PALO PARKINSONIA
PROJECT ¥ B 48 S PIP VERDE MICROPHYLLU M 18 18 H DRAWN BY:
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REVISED:
50 S PIP IRONW OOD OLNEYA TESOTA 20 20 H _
L4 4 FOOTHILLS PALO PARKINSONIA
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THE SUB-CONTRACTOR SHALL MARK AND CONFIRM LOCATIONS OF
UNDERGROUND UTILITIES PRIOR TO EXCAVATION. CONFLICTS SHALL BE
REPORTED TO THE LANDSCAPE ARCHITECT FOR RESOLUTION.

PLANT MATERIALS SPECIFIED SHALL BE SUBJECT TO HAND SELECTION BY
THE LANDSCAPE ARCHITECT AT THE NURSERY.

FINISH GRADE OR TOP OF D.G. (WHICHEVER IS HIGHER) SHALL BE 1-1/2"
BELOW ADJACENT CONCRETE OR OTHER PAVED SURFACES.
LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR ALL PLANTS SHOWN
ON PLANTING PLAN. THE LANDSCAPE CONTRACTOR SHALL BE
RESPONSIBLE FOR ACCURATE PLANT COUNTS. IF ANY DISCREPANCIES
SHOULD ARISE WITH REGARDS TO PLANT QUANTITIES THE LANDSCAPE
CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT WITHIN A
PERIOD OF 48 HOUR FOR DISCUSSION.

CONTRACTOR TO STAKE ALL TREE, PALM, AND SHRUB LOCATIONS FOR
LANDSCAPE ARCHITECT'S APPROVAL PRIOR TO PLANTING.
LANDSCAPE ARCHITECT WILL NOT BE RESPONSIBLE FOR LOCATION
AND PLACEMENT OF TREES AND PALMS UNLESS THE LOCATION WAS
APPROVED BY LANDSCAPE ARCHITECT.

ALL TREE AND PALM CANOPIES MUST BE A MINIMUM OF 3'-5' FROM
ANY BUILDING WALLS OR BUILDING WINDOWS WHEN THE PLANT
REACHES IT'S MATURE SIZE.

ALL PLANT MATERIALS SHALL BE SIZED ACCORDING TO THE ARIZONA
NURSERY ASSOCIATION STANDARDS. PLANT MATERIAL SIZES NOT
ESTABLISHED PER A.N.A. STANDARDS SHALL BE SIZED ACCORDING TO
THE AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS.

ALL NEWLY INSTALLED TREES ARE TO BE STAKED IN PLACE PER THE
LANDSCAPE ARCHITECT'S DETAILS FOUND WITHIN THE PLAN SET OR
WITHIN THE LANDSCAPE ARCHITECT'S DETAIL AND SPECIFICATION
BOOKLET DEVELOPED FOR THE PROJECT.

ACID ETCH IMPERVIOUS SOILS AS REQUIRED AT PROPOSED TREE
LOCATIONS TO ENSURE PLANT HEALTH AND VITALITY.
SUB-CONTRACTOR TO TREAT ALL D.G. AREAS WITHIN THE LIMITS OF
CONSTRUCTION WITHONE FINAL APPLICATION OF AN APPROVED
PRE-EMERGENT HERBICIDE AT THE TIME OF ACCEPTANCE BY THE
OWNER.

CACTI SHALL RECEIVE NO SUPPLEMENTAL IRRIGATION UNLESS
OTHERWISE NOTED OR IDENTIFIED WITHIN THE LANDSCAPE ARCHITECT'S
IRRIGATION DRAWINGS.

NO PLANT SUBSTITUTIONS, TYPE, OR QUANTITY DEVIATIONS FROM THE
APPROVED LANDSCAPE OR IRRIGATION PLANS WITHOUT PERMISSION
FROM THE LANDSCAPE ARCHITECT.

EXISTING TREES AND SHRUBS IN R.O.W. TO REMAIN OR BE RELOCATED
BY CONTRACTOR. ANY PLANT MATERIAL DAMAGED OR DESTROYED
WILL BE REPLACED IN KIND BY THE CONTRACTOR.

ALL LANDSCAPE AREAS SHALL RECEIVE 2" DESERT PAVEMENT UNLESS
NOTED. COLOR TO BE SELECTED BY OWNER UNLESS NOTED. ALL D.G.
SAMPLES SHALL BE SUBMITTED TO THE LANDSCAPE ARCHITECT FOR
APPROVAL.

ROUGH GRADING TO WITHIN +0.10 FOOT, INCLUDING ALL BERMS
AND/OR SWALES AND RETENTION AREAS WILL BE PROVIDED BY
BUILDER / DEVELOPER OR THE OWNER'S AGENT PRIOR TO PLANT
INSTALLATION.

ANY DISCREPANCIES FOUND BETWEEN PLANS, SPECIFICATIONS, AND
SITE SHALL BE BROUGHT TO THE ATTENTION OF THE LANDSCAPE
ARCHITECT FOR RESOLUTION.

THE LANDSCAPE ARCHITECT HAS THE OPTION TO REJECT ANY PLANT
MATERIALS DEEMED UNACCEPTABLE UPON DELIVERY TO SITE.
ACKNOWLEDGE REQUIREMENT OF COUNTY DUST CONTROL PERMIT
AND LANDSCAPE PERMIT FOR ALL LANDSCAPE WORK WITHIN THE
PROJECT ON RESIDENTIAL, COMMERCIAL, AND INDUSTRIAL
SUBDIVISIONS.

TREES, SHRUBS, VINES, GROUNDCOVER, AND TURF WHICH HAVE TO BE
REPLACED UNDER TERMS OF THE GUARANTEE, SHALL BE GUARANTEED
FOR AN ADDITIONAL SIXTY (?0) DAYS FROM THE DATE OF
REPLACEMENT.

ALL POOLS, SIGNS AND MONUMENT WALLS REQUIRE A SEPARATE
BUILDING APPROVAL AND PERMITS.

THE CONTRACTOR SHALL PROVIDE ALL REQUIRED SHOP DRAWINGS TO
THE LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO
THE BEGINNING OF CONSTRUCTION. REQUIRED SHOP DRAWINGS MAY
INCLUDE BUT ARE NOT LIMITED TO WALLS, COLUMNS, ENTRY GATES,
POOL FENCE AND/OR WATER FEATURES. SHOULD A DISPUTE ARISE WITH
ANY DESIGN ELEMENT REQUIRING SHOP DRAWINGS, THE LANDSCAPE
ARCHITECT SHALL ONLY ASSUME RESPONSIBILITY IF THE SHOP
DRAWINGS IN QUESTION HAVE BEEN REVIEWED AND APPROVED BY
THE LANDSCAPE ARCHITECT.

ALL TREES WITHIN THE SIGHT TRIANGLE AND DISTANCE AREAS SHALL BE
MAINTAINED TO A MINIMUM CANOPY CLEARANCE OF 7'-0".

TREES ADJACENT TO PEDESTRIAN WALKWAYS ARE TO HAVE A
MINIMUM CLEARANCE OF 6'-8

THERE ARE EXISTING TREES ON SITE.
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IRRIGATION DESIGN SHALL COMPLY WITH THE INTENT OF THE
CITY/TOWN OF PHOENIX WATER CONSERVATION,
LANDSCAPING AND WATER WASTE ORDINANCE.
CONTRACTOR TO CONTACT THE LOCAL UNDERGROUND
UTILITY SERVICES FOR UTILITY LOCATION AND IDENTIFICATION.
STAKE ALL UTILITIES, INCLUDING SEWER AND DRAINAGE PRIOR
TO ANY EXCAVATION. CONFLICTS SHALL BE REPORTED TO THE
ARCHITECT/LANDSCAPE ARCHITECT FOR RESOLUTION.
PERFORM EXCAVATION IN THE VICINITY OF UNDERGROUND
UTILITIES WITH CARE AND IF NECESSARY, BY HAND. THE
CONTRACTOR BEARS FULL RESPONSIBILITY FOR THIS WORK
AND DISRUPTION OR DAMAGE TO UTILITIES SHALL BE REPAIRED
IMMEDIATELY AT NO EXPENSE TO THE OWNER.

REFER TO CIVIL ENGINEER'S UTILITY AND PRECISE GRADING
PLANS FOR UTILITY LOCATION AND FINAL GRADING. IF
ACTUAL SITE CONDITIONS VARY FROM WHAT IS SHOWN ON
THE PLANS, CONTACT THE ARCHITECT FOR DIRECTION AS TO
HOW TO PROCEED. VERIFY LOCATIONS OF PERTINENT SITE
IMPROVEMENTS INSTALLED UNDER OTHER SECTIONS. IF ANY
PART OF THIS PLAN CANNQOT BE FOLLOWED DUE TO SITE
CONDITIONS, CONTACT ARCHITECT FOR INSTRUCTIONS PRIOR
TO COMMENCING WORK.

THE DESIGN OF THE IRRIGATION SYSTEM SHALL BE THE
RESPONSIBILITY OF OF THE CONTRACTOR PER THE PROJECT
SPECIFICATIONS. THE CONTRACTOR SHALL SUBMIT IRRIGATION
AS-BUILT DESIGN DRAWINGS AND ASSOCIATED
DOCUMENTATION TO THE ARCHITECT FOR APPROVAL PRIOR
TO INSTALLATION. THE IRRIGATION SYSTEM SHALL BE RUN WITH
A FULLY AUTOMATED IRRIGATION CONTROLLER. RUN TIME
SHALL BE ADJUSTED ACCORDING TO SEASON, LOCATION
AND PLANT PERFORMANCE. DRIP EMITTERS SHALL BE USED
FOR ALL PLANT MATERIAL EXCEPT SOD AND POSSIBLY
PERENNIAL GROUNDCOVERS. THESE AREAS SHALL BE
IRRIGATED WITH SPRAY EMITTERS APPROPRIATELY DESIGNED
TO AVOID OVERSPRAY ONTO IMPERMEABLE SURFACES AND
ADJACENT PAVING.

IRRIGATION EQUIPMENT NOT OTHERWISE DETAILED OR
SPECIFIED SHALL BE INSTALLED PER MANUFACTURER'S
RECOMMENDATIONS AND SPECIFICATIONS.

IF THERE ARE ANY DISCREPANCIES WITH VALVE SIZES, METER
SIZES, MAINLINE SIZES, WATER PRESSURE, COVERAGE,
CONTROLLER SIZES, OBSTRUCTIONS, GRADE DIFFERENCES OR
LAYOUT - THE CONTRACTOR IS TO NOTIFY THE LANDSCAPE
ARCHITECT WITHIN ONE BUSINESS DAY TO DISCUSS AND
ADDRESS THE ISSUE(S).

DEPTH OF BURY OF THE MAINLINE SHALL BE A MINIMUM OF 18".
DEPTH OF BURY ON LATERAL PIPING SHALL BE A MINIMUM OF
12". THE MAIN LINE AND LATERAL LINES SHALL BE SCHEDULE 40
PVC SOLVENT WELD PIPE WITH INTEGRAL SOLVENT WELD BELLS.
CURVED TRENCHES AND BENDING OF PIPE TO AVOID FITTINGS
WILL NOT BE ACCEPTED.

FOR METERS THAT OPERATE MORE GALLONS PER MINUTE
(G.P.M.) THAN THE METER'S CAPACITY, CONTRACTOR SHALL
PROGRAM THE CONTROLLER TO OPERATE VALVES TO THE
MAXIMUM METER CAPACITY. A METER MAY NEED TO HAVE
SEVERAL RUN TIMES TO OPERATE ALL VALVES ASSOCIATED
WITH THE METER.

POINT OF CONNECTION: A CONNECTION TO POTABLE WATER
FOR IRRIGATION PURPOSES WILL BE MADE ON THE PROPERTY,
SEE UTILITY PLANS FOR EXAC'T LOCATION OF METER. VALVE
BOXES AND EQUIPMENT SHALL BE SHIELDED FROM VIEW.
CONTRACTOR TO VERIFY WATER PRESSURE AT WATER METER
PRIOR TO START OF WORK. A BOOSTER PUMP MAY BE
REQUIRED IF THE PRESSURE IS TOO LOW.

BACKFLOW PREVENTOR TO BE VERIFIED IN FIELD BY
LANDSCAPE ARCHITECT OR OWNER PRIOR TO INSTALLATION.
ELECTRICAL POWER/PEDESTAL(S) LOCATIONS TO BE PROVIDED
BY OTHERS. FINAL LOCATION OF CONTROLLER TO BE STAKED
AND APPROVED BY LANDSCAPE ARCHITECT OR OWNER PRIOR
TO INSTALLATION.

ALL 24 VOLT WIRING FROM CONTROLLER TO ELECTRIC VALVES
SHALL BE MINIMUM 14 GAUGE SOLID COPPER DIRECT BURIAL
WIRE.

PER ARIZONA HOUSE BILL 2256, A BLUE 18 GAUGE TRACER
WIRE SHALL BE INSTALLED WITH 2" AND LARGER MAINLINES. 6"
INCHES OF WHICH SHALL BE COILED INSIDE THE CONTROLLER.
MAINLINE AND LATERAL PIPING IS SCHEMATIC. LOCATE ALL
MAINLINES AND EQUIPMENT OUTSIDE OF THE PUBLIC R.O.W.
AND P.U.E. BUT WITHIN THE LANDSCAPE AREAS. CONTRACTOR
TO ADJUST AS NECESSARY IN FIELD.

ALL MAINLINES, LATERAL LINES AND WIRING UNDER PAVEMENT
TO BE IN SEPARATE SCHEDULE 80 PVC SLEEVES. PVC SCHEDULE
SLEEVES SHALL BE A MINIMUM INSIDE DIAMETER OF 2 TIMES THE
IRRIGATION LINE DIAMETER. VALVE WIRING SHALL BE WITHIN
SEPARATE ADJACENT SLEEVE.

THE CONTRACTOR SHALL PROVIDE IN-LINE AND/OR SPRINKLER
CHECK VALVES AS REQUIRED THROUGHOUT THE IRRIGATION
SYSTEM LOCATED WITHIN A SLOPED AREAS TO PREVENT LOW
IRRIGATION HEAD DRAINAGE.

PROVIDE SEPARATE VALVES FOR TREES AND SHRUBS. ALL DRIP
ZONE PVC SHALL BE A MINIMUM 3/4" CLASS 200.

ALL PIPING IS TO BE FLUSHED FOR A PERIOD OF 10 MINUTES
PRIOR TO THE INSTALLATION OF EMITTERS. CONTRACTOR SHALL
BE RESPONSIBLE FOR NECESSARY FLUSHING OF SYSTEM DUE TO
CLOGGING FOR THE DURATION OF THE LANDSCAPE
MAINTENANCE PER SPECIFICATIONS.

. MAXIMUM LENGTH OF MICROTUBING ON DRIP ZONE TO BE 5.

WITH 6" MIN. EXPOSED AT THE EMITTER END.

CONTRACTOR TO GUARANTEE 100% IRRIGATION COVERAGE
FOR ALL LAWN AREAS. CONTRACTOR TO NOTIFY LANDSCAPE
ARCHITECT OF ANY LAWN AREAS WITHOUT FULL COVERAGE.
IRRIGATION HEADS SHALL BE SET PERPENDICULAR TO FINISH
GRADE UNLESS OTHERWISE SPECIFIED.

LANDSAPEARCHITECTURE
FORGING NEW ENVIRONMENTS

7525 EAST 6TH AVENUE SCOTTSDALE, ARIZONA 85251
480.225.7077

DESIGN ETHIC
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1. CONTRACTOR TO VERIFY ALL QUANTITIES.

2.  CONTRACTOR TO PROVIDE DECOMPOSED GRANITE SAMPLES
TO LANDSCAPE ARCHITECT FOR APPROVAL.

3. MAINTAIN 3' TO 5' TREE AND SHRUB CLEARANCE FROM
WALLS.

4. MAINTAIN 1' TO 2' TREE AND SHRUB CLEARANCE FROM
SIDEWALKS.

5. TREES ADJACENT TO PEDESTRIAN WALKWAYS SHOULD HAVE A
MINIMUM CANOPY CLEARANCE OF 6'-8".

6. ALL MATURE TREES AND PALM CANOPIES MUST BE A MINIMUM
OF 5' FROM ANY BUILDING WALLS OR BUILDING WINDOWS.

1\\ AREA IS ESTABLISHED.

ALL NATIVE PLANTING /
AREAS TO RECEIVE 7
TEMPORARY, ABOVE
GROUND IRRIGATION.
THIS SYSTEM WILL BE
ABANDONED ONCE
PLANTING WITHIN THIS
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clesert pavement notes

AFTER EXISTING PLANT MATERIAL IS REMOVED/SALVAGED,
GRADING CONTRACTOR WILL COLLECT THE TOP 2" OF ALL
AREAS TO BE DISTURBED AND STOCK PILE IT FOR REPLACEMENT AT
THE END OF PROJECT TO BE USED AND DISTRIBUTED AS DESERT
PAVEMENT TOP-DRESSING. ALL MATERIAL(ROOTS & SEEDS
INCLUDED) LOCATED WITHIN THE TOP 2" OF THE SALVAGED
MATERIAL TO REMAIN. DESERT PAVEMENT TO BE BLENDED WITH
THE EXISTING DESERT LANDSCAPE FOR A NATURAL APPEARANCE.

planting key notes plant legend

botanical name

@ PROPERTY LINE / RIGHT OF WAY LINE common name emitters  size gty comments
salvaged cacti
@ DECOMPOSED GRANITE IN ALL INTERNAL PLANTING AREAS
CARNEGIEA GIGANTEA 1
@ LIMITS OF DISTURBANCE. SAGUAROQ
RS S SRR TR e ock Paro
- LRI e a7
@ EXISTING TRANSFORMER LOCATION. MAINTAIN
3' ACCESS & CLEARANCE AROUND ALL EDGES.
ALLOW FOR 12' CLEAR OPERATIONAL AREA
IMMEDIATELY IN FRONT OF TRANSFORMER.
e CALLIANDRA ERIOPHYLLA (1@ 5 GAL. 2
4"-6" MADISON GOLD RIP RAP. PINK FAIRY DUSTER 1.0 GPH)
ENCELIA FARINOSA (1@ 5 GAL. 24
@ SWIMMING POOL BY OTHERS ENCELIA FAA VoGrh)
BELGARD HOLLAND STONE DRIVEWAY - NO LANDSCAPE JUSTICIA CALIFORNICA (1@ S GAL. 9
" GRAPHITE COLOR BLEND WITH LRV OF 9 CHUPAROSA 1.0 GPH)
LARREA TRIDENTATA 1 @ 5 GAL. 14
WILD SEED LIMITS; SEE LEGEND FOR DETAILS CREOSOTE .0 GPH)
@ DESERT PAVEMENT IN ALL EXTERNAL REVEG. AREAS
SEE DESERT PAVEMENT NOTE FOR SALVAGING MATERIAL. » CARNEGIEA GIGANTEA 4 TALL . 40" MINIMUM HEIGHT
SAGUARO SEE PLAN
@ COMPACTED DECOMPOSED GRANITE PATHWAY
EUPHORBIA TRICUCALLI 1 @ 15 GAL. 2 PLANT AT 4' O.C.
@ ARTIFICIAL TURF. SEE TURF DETAILS ON SHEET L.-- STICKS OF FIRE -5 GPH)
® ECHINOCACTUS GRUSONI| 5 GAL. 8
@ CONCRETE HEADER. SEE SHEET L, DETAIL. GOLDEN BARREL
FOUQUIERIA SPLENDENS SEE CANE. 2 15 CANE MINIMUM
@ UNDERGROUND SEPTIC TANK. ﬁ% OCOTILLO MIN. 12'-0" HIGH MIN.
: Nl % MUHLENBERGIA CAPILLARIS 5 GAL. 30
@ BBQ COUNTER; SEE DETAIL "A ML ENBER
NOTE: NOT ALL KEYNOTES USED ON THIS SHEET. B2 OPUNTIA ENGALMANII 5PAD MIN. 2
ENGELMAN'S PRICKLY PEAR 15 GAL.
&5 OPUNTIA SANTA-RITA 5PAD MIN. 38
PURPLE PRICKLY PEAR 15 GAL.
- PEDILANTHUS MACROCARPUS 5 GAL. 32
_ . SLIPPER PLANT
groundcover
o AMBROSIA DELTOIDEA (1@ 5 GAL. 49 PLANT AT 4' O.C.
E] D BURSAGE 1.0 GPH)
E] E] 2 ERICAMERIA LARICIFOLIA 1 @ 5 GAL. 3 PLANT AT 3' O.C.
TURPENTINE BUSH .0 GPH)
\ o \ [ MYOPORUM PARVIFOLIUM (1@ 5 GAL. 28 PLANT AT 3' O.C.
_ ¢ y) _ MYOPORUM 1.0 GPH)
@ @ @ @ PORTULACARIA AFRA (1@ 5 GAL. 57 PLANT AT 3' O.C.
8.0’ ELEPHANTS FOOD 1.0 GPH)
o ) @ @ 3/4" DECOMPOSED GRANITE 2,409 SF 1lbs. / 2000 sf
; ) | TABLE MESA BROWN
O 000 O
1L S WILD SEED - SONORAN 17,890 SF 1lbs. / 2000 sf
1.. DESERT UPLAND REVEG. MIX
o |2 |
™
TOPDRESSING 4"-MINUS 10,714 SF 2" MINIMUM IN
@ TABLE MESA BROWN DESERT S.F. ALL PLANTERS
hardscape PAVEMENT
k@y NOUES soosts BELGARD HOLLAND STONE DRIVEWAY 2,908 SF LRV LESS THAN 36%
——— GRAPHITE
@ BBQ GAL. # 368433 - TURBO ELITE 5B +RB NGL °| VENT BLOCK ON SIDE OF ARTISTIC PAVERS STEPLOCK POOL DECK 1,027 SF LRV LESS THAN 36%
CUT OUT DIMENSIONS: ~~ BBQ ISLAND LIMESTONELOCK - LINEN GRAY
38.5" (W) X 19.75" (D) X 9.5 (H
PRODUCT DIMENSIONS: @ GASAV-R AUTOMATIC GAS ] BRI TR s 1,027 3F LRV LESS THAN 36%
39.75" (W) X 25" (D) X 9" (H) SHUT-OFF AND TIMER VALVE Lol

CONCRETE HEADER SIZE

@ 3" THICK POURED IN PLACE 6 ) ELECTRICAL TO BE COORDINATED PLAIN CONCRETE

CONCRETE COUNTERTOP " BY CONTRACTOR AT INSTALL

ACCESS DOOR w/ LOCK @ TRENDSTONE BLACK CANYON
VERIFY CUTOUT REQUIREMENTS MASONTY FINISH

36"W BBQ @ 36"H

A)

SCALE: 1/2" =1-0"

wilel seed = soneramn
desert grass mix 10bs. /2000 S

wilel seea » sonoeramn eesert
upland revegs. mix 10bs. /2000 S

SYMBOL BOTANICAL NAME COMMON NAME SYMBOL BOTANICAL NAME COMMON NAME
':;s ENCELIA FARINOSA BRITTLEBUSH ARISTIDA PURPUREA PURPLE THREEAWN
2% AMBROSIA DELTOIDES TRIANGLE LEAF BURSAGE BOUTELOUA ARISTIDOIDES NEEDLE GRAMA
ARTIPLEX POLYCARPA SALT BUSH BOUTELOUA CURTIPENDULA SIDEOATS GRAMA
%Y ARTIPLEX LENTIFORMIS QUAIL BRUSH SPOROBOLUS DRYPTANDRUS SAND DROPSEED
XKL SENNA COVESII DESERT SENNA ERIONEURON PULCHELLUM FLUFF GRASS
N O
< M ,
tz‘:‘:‘::’ GUTIERREZIA SATOTHRAE SNAKEWEED SEED MIXES INCLUDES:
2% ARISTIDA PURPUREA PURPLE THREEAWN CONWED FIBER 1200-188 LBS/ACRE
XK PLANTAGO PURSHIl INDIAN WHEAT SLOW RELEASE FERTILIZER (23-13-0) 300 LBS/ACRE

SPOROBOLUS DRYPTANDRUS SAND DROPSEED

BEST GRADE TACKIFIER 60 LBS./ACRE

XK
RLRKS
oS0 %%
RHRKS
e
S5

o
XS
K2

AREA TO BE SEEDED THOROUGHLY TILLED PRIOR TO
APPLICATION OF SLURRY MIX.

25
S

S
K

X
THIS SEED MIX WILL NOT BE IRRIGATED. APPLICATION
OF SEED MIX SHALL NOT COINCIDE WITH PERIODS
OF SEASONAL RAIN (JULY-AUGUST OR NOVEMBER -
DECEMBER) IN ORDER TO ENCOURAGE GERMINATION.
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lighting legemne

SYMBOL FIXTURE APPLICATION PART NUMBER DESCRIPTION LIGHT COLOR LUMENS QTY
PATH LIGHT R SV, 1LED BOARD, COLOR FILTERS, 2.4 VA, 6
@ M-PL-ZD-TLED-SV MOUNTING PLATE, NATURAL BRASS FINISH 2,700K 74
WALL LIGHT — NICKEL, 1LED BOARD, COLOR FILTERS, 2.4 VA, 0
= LM-ZD-TLED-NP MOUNTING PLATE, NICKEL PLATE FINISH 2,700 K 14
STAINLESS STEEL, 300W, DIGITAL ZONING AND
. LZD-300-M ' ' -
T# TRANSFORMER DIMMING CONTROL W/ LCD DISPLAY 1

accessories/options

SCOPE OF WORK:

The supply and installation of a 12 volt landscape lighting
system which includes the fixtures specified on Lighting
Legend as well as the installation of low voltage

transformers and direct burial cable necessary to
complete layout as shown. This lighting plan is

diagrammatic and is intended to show general fixture

locations and utilities. Contractor is responsible for
necessary line (120v) and low voltage (12v) work to
complete the lighting design as shown.

STANDARDS:

All work performed is to comply with the Uniform Building
Code, and all local codes and ordinances. Contractor

shall possess all necessary licenses to complete
described work and shall carry general liability and

workmen's compensation insurance. Contractor is to
obtain all necessary permits to complete work

described.

FXLANMOD 1 EACH CONTROLLER

SSS SUPER SLOT SPIKE

CDS COMPARTMENT SPIKE

SJ SUPER J-BOX

PM POST MOUNT

MJ MINI J-BOX (SMALL SURFACE MOUNT)
VB VERSA BOX

WM WALL MOUNT (JB DOWN LIGHT)
PDM DECK MOUNT

HB HEX BAFFLE

LS LONG SHIELD

CW COWLING GRATE (PE WELL LIGHT)
RG RING GRATE (PE WELL LIGHT)

FXLAM. 1. PER PROJECT
NOTE: A DEDICATED CATS5 CABLE TO BE RUN. DAISY

LED TYPE
ZD

CHAIN CONTROLLERS TOGETHER.

AN ADDITIONAL CAT5 TO RUN FROM A CONTROLLER TO
A ROUTER WITHIN THE HOME.

FINISH
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MODEL OPTION

ACCESSORIES/

OPTIONS
|

Qz | zD 1LED LS

- SV

KEYNOTES: @\

g

()

FX LUMINAIRE M-PL FIXTURE. SEE PLAN LEGEND FOR
COLOR TEMPERATURE, LUXOR OPTION, OR MOUNTING
ACCESSORIES.

M-PL MOUNTING BASE (MPL-DM-XX)
MOUNTING SCREWS FOR BASE (2)

ALLEN SCREW FOR SECURING FIXTURE TO MOUNTING
BASE. HAND TIGHTEN ONLY.

NOTES:

A. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATIONS.

ACCEPTS 10-15 VOLTS - AC OR DC.

C. ALWAYS REFER TO FX PRODUCT INSTALLATION NOTES PRIOR TO
INSTALLATION.

O

@\ |

KEYNOTES:

U
2

O
O

@M—PL PATH LIGHT

NOT TO SCALE

LITESPLICE

12 GA MAINLINE CABLE

BLUE OR GRAY ENT CONDUIT WITH STRANDED
THHN WIRE SIZED TO MATCH WATTAGE LOAD.

IF WALL IS STUCCOED OR COATED USE THE
"REUSABLE CONSTRUCTION" COVER TO KEEP
CAVITY CLEAN AND CLEAR OF DEBRIS..

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE
WITH MANUFACTURER'S SPECIFICATIONS.

SECTION/ELEVATION

@WALL MOUNT

NOT TO SCALE

I
X
b
0) 20' 40' 60
EF |
SCALE: 1" =20'-0"
e
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FXLuminaire.

FXLuminaire.

- Wall Lights LED Path Lights

TECTURE

PROJECT : - PROJECT
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M-PL Path Light EEEEY 8 -

EN 6
s Pirgs 03‘3)\\

The LM is a larger version of the CP designhed to illuminate T

areas where path lights or down lights are impractical, such as The ultra-modern M-PL path light combines the P

walkways, stairways, and decks. versatility of die-cast aluminum with minimalist aesthetics
to complement a range of contemporary installations.
Quick Faets -
) . . . Ouick Facts £
= Stampedcopper construction ® Compatible with Luxor® T Al Ll L 5
» Natural or powder coated technology gf s Die-castaluminum » Compatible with Luxor® =
finishes 5 Phase dimmahble 5 n Two-layer marine-grade technalogy £ &
= Silicone-encapsulated COB LED ¥ |nput voltage: 10-15Y = anodization and powder » Phase and PWM dimmable = 5 _
s Tamper-resistant features coat finish = |nput voltage: 10-15V 2 2
© . @ ~
» Cree” integrated LEDs = ™ e ™
n Color temperature filters E - CALLB-IF-EVI\:ISRVI!%%KJNDGIGDAYS
H |
-
: T Fls 1-800-STAKE-IT
/ ~ (OUTSIDE MARICOPA COUNTY)
; § Y,

LANDSCAPE LIGHTING LANDSCAPE LIGHTING

LM Wall Lig

't SPECIFICATIONS M-PL Path Light SPECIFICATIONS

specification-driven lighting
fixtures that can be utilized
to create elegant, cutting-
edge landscape lighting
systerms forcommercial

or residential applications.
Our products are available
exclusively via our extensive
professional distributar
network.

Output JLED Lamp 1LED ZDC 1 LLJ <(
L — - 1 ” Halogen Lumen Output Equivalent 20w 10w — >
otal Lumens
Minimum Rated Life (L70) 50,000 hrs avg 50,000 hrs avg -1 Z
Input Voltage 10 to 15V —
P 2 Input Voltage 10 to 15V Mto 15V —— m (/)
Input Power 4.2
E o VATotal (Usethisnumber tosize 43 I_ —
VA 45 the transformer) : . D N I I I
Efficacy (Lumens/Watt) 4 Watts Used 2.0 36 O I I I
Color Rendering Index (CRI) 80+ Lumens per Watt (Efficacy) 36 21 m_
Center Beam Candlepower 9 Max Lumens 3 36 O 0 (/)
Dimming PWM, Phase** ERITED s e L(') — <
RGBW Available No Center Beam Candlepower (CBCP) &5 25 I I I I I |—
oiar Cannpatibiilby Dimming PWM, Phase** PWM, Phase™* : : ~ )
Default Zoril RGBW Available No Yes : ﬁ I > ( >
efau oning
Luxor Compatibility I_ I I I
ZD Option Zoning/Dimming e— Zoning — ( )
Minimum Rated Life (L70 50,000 Hrs (J ) _I ( )
0 ’ ZD Option Zoning/Dimming Zoning/Dimming I I
BUG Rating BO-N-GO "
ZDC Option N/A Color
1 Measured using the 3, 300K CCT lens. Multipliers for other CCTs include 0.80 (2, 700K),0.65 (4,500K), and (.65 (5, 200/). Minimum Rated Life (L70) 50,000 Hrs 50,000 Hrs I I I < '
** For optimal performance, use a trailing-edge, phase-cut dimmer. ccT m I_
FX Luminaire Lamp Optics Ambient Operating Installation Requirements _ 3 700K N/A > I
FX Lurminaire is an industry- Integrated modula with FPolycarbonate colar Temperature Designed for recessed Amber Filter ’ I O
leading manufacturer af Cree LEDs. Gold-plated temperature adjustment 0°Fto 140°F (-18°C to 60°C)  installation in a vertical Frosted Filter 3,900K N/A ‘ ! )
landscape and architectural connectors and canformal lenses included with fixture: Weight wall in the down lighting I I I LO LI_I
lighting products with a coated for maximum 2,700K (pre-installed), 36 Ibs. (1.6 ka) position only. N (/)
focus on the advancement reli.ability and corlrosion 3,000K (no Iens:). 4 500K ' ' ) ’ ) Manufacturing —
of LED technology and resistanice. Proprietary and 5,200K options IES Classification SO0 2015 150 certified FX Luminaire Lamp Wiring Ambient Operating Installation Requirements ﬂ-
digital lighting control with on-board intelligent driver specified separately. Color Type IV facility FX Luminaireisanindustry-  Integrated module with 18 AWG (T mm); SPT-TW; Temperature Designed for installation D
zoning, dimming, and color uses firmware-controlled temperature lenses ara field " § leading manufacturer af Cree LEDs. Gold-plated 220°F (105°C); 300V, 10 0°F to 140°F (-12°C to 60°C)  in the downward lighting
International Compliance Warranty 5 ; i i
adjustrment capabilities, termperature regulation, serviceable. c liatit var |EC 6059841 7 landscape and architectural  connectarsand conformal (3 mylength. Control directiononly.
We offera full spectrum of rraEximizing LED |ife e 10-year limited warranty lighting products with a coated for maximum ; . - : .
o £ ' Construction Sleeve and |EC 80598-2-7 when Housing ZD or ZDC options utilize International Compliance

Materials

Stamped CNO copper
faceplate, A380aluminum
housing, PBT construction
box/sleeve, and stainless
steel hardware,

Socket

Socketcontains
toistureBlock™ technology,
preventing moisture from
wicking up into sealed areas
of the fixture,

Field upgradeable and
replaceable, the LEDs

are rated to 50,000 hrs,
Maximum drive current: T4,
Wiring

18 AWG (1 mm); SPT-1W;
200°F (105°C); 300V, 10
(3m) length.

Power

INput 10-15VAC/VDC,
50/60 Hz. Remote
transfarmer reguired
(specify separately).

Housing
Die-castaluminum housing
with capacity for two 1LED
integrated LEDs,

Faceplate
Stamped CN0 copper with
frosted polycarbonate lens,

Vertical and harlizontal 12"
(12 mm) NPT knockouts.
Slesve protector included,
preventing caving during
wall fabrication.

Lens

Polycarbonate lens with
shock resistanceand high
tolerance for thermal
expansion and stress,
Finish

Options of natural copper
finish, antigued finish with
brushed (Antigue Bronze) or
tumbled (Antigue Tumbled)
effect, or TGIC powdercoat
finish. Antique finishes
sealed witha clear TGIC
powder coat layer.

Hardware
Tamper-resistant stainless
stesl fasteners included,

| Learn more. Visit: fxl.com | +1760.744.5240

used with International Wall
Kit ("EKITWALL").

Control
ZD option utilizes L Luxar
technelogy to zone light

fixtures inupto 250 groups,

dimeach graupin 1%
increments between Oand
100%.

Sustainability

Innovation meets
conservation in the design
and manufacturingof our
products. Where wecan,
we use recycled materials
while maintaining superior
functionality. Qur LED
products provide high-
quality lightat optimal
energy efficiency, lifespan,
and durability.

Listings

GIIS J

LISTED RoHS
ay)g o

(€D

focuson the advancement
of LED technology and
digital lighting control with
zoning, dimming, and color
adjustment capabilities.
Weoflera full spectrum of
specification-driven lighting
fixtures that can be utilized
to create elegant, cutting-
edge landscape lighting
systermns for commercial

or residential applications.
Our products are available
exclusively via our extensive
professional distributor
network,

Materials
Die-castaluminum A380
housing and extruded
riser with stainless steel
hardware.

Power

INput 1015 VAC/VDC,
50/60Hz. Remote
transformer required
(specify separately).

reliability and corrosion
resistance. Proprietary
on-board intelligent driver
uses firmware-controlled
temperature regulation,
maximizing LED lite.

Field upgradeableand
replaceable, the LEDs

are rated to 50,000 hrs.
Masimum drive current: 14,

Socket

Socketcontains
MoistureBlock™ technology,
preventing moisture from
wicking up into sealed areas
of the luminaire,

Optics

Polycarbonate color
termperature adjustment
lenses included with
luminaire: 2,700K
(preinstalled) and

3.B00K (clear lens). Calor
temperature lenses are field
serviceable.

Die-castaluminum housing
with capacity for rectangular
1LED integrated LED,

Lens

Frosted polycarbonate

lens with high tolerance for
thermal expansion, stress,
andabuse.

Finish

Two-layer pratection of
sulfuric acid anodization and
palyester TGIC powder coat,
providing superiar autdoar
weathering in all conditions.
Tested to ASTM standards.

Weight
3.21bs. (1.45kg)

Manufacturing
1S0 8001:2015 certified
facility

Hardware
Tamper-resistant stainless
steel hardware. Ships with
30" (762 mm) length of 194"
(32 mm) conduit,

| Learn more. Visit: fxl.com | +1760.744.5240

Luxar technalogy to zone
luminaires in upto 250
groups, dimeach group in
1% increments between O
and 100%, or change to one
of 30,000 colars with RGEW
LEDs. Select the ZD optian
for zaning/dimming or
ZDC for zoning/dimming/
color, Standard luminaire is
zonealle with Luxer.

Sustainability

Innovation meets
conservation in the design
and manufacturing of our
products. Where we can,
we Use recycled materials
while maintaining superior
functionality, Our LED
products provide high-
quality light at aptimal
energy efficiency, lifespan,
and durability

Compliant per |EC 60588-
Tand IEC 80538-2-7 by

selecting "e" option in parts
builder.

Warranty
10-year limited warranty.
Listings
W v
RoHS
LISTED Ehealid
3Y)8

e &

.
.

PROJECT

.
.

SHEET TITLE

DRAWN BY:
SUBMITTED:
REVISED:

20-017
05.14.2020
B. PAUL

SHEET

L.0O4 of L.O5



KEYNOTES: 11
KEYNOTES: W o
KEYNOTES: @ TWO CARSON INDUSTRIES # 1324-15 RECTANGULAR l l N
@ EDGE OF CONCRETE e VALVE BOXES WITH A 1324 T-COVER. SUPPLY WITH ¥Zo
KEYNOTES: WYE STRAINER AND PRESSURE @ STAINLESS STEEL LOCKING BOLTS — o ] <
REGULATOR, PER IRRIGATION MATERIAL @ z
W ’
@ TOP OF ROOT BALL AND WELLTO BE 3XROOT BALL DIA. SCHEDULE "SURESPLICE" WIRE CONNECTOR (1 OF 2) T +20
2" BELOW SAUCER VIN e
* 2 I Pyl
@ FINISH GRADE @ ELECTRIC REMOTE CONTROL VALVE, @ DEDICATED MV WIRE: 1 - 12 AWG COMMON (WHITE) o <
MODEL AND SIZE PER PLANS. i : *7@ 1- 14 AWG CONTROL (BLUE) 2 - 12 AWG SPARE e L[]
MULCH PER SPECS. 3 L
(GREEN) Fo Y
FINISH GRADE , | I - —4qn
@ DR YN SPECIIED SO M- @ @ °| NORMALLY CLOSED INTERNALLY PORTED % L ° ° r>an
WATER & TAMP TO REMOVE AIR A 9 Y. | 0 o
| PLASTIC VALVE BOX, WITH W/ LOCKING CONTROL VALVE WITH 24 VOLT SOLENOID / S N
POCKETS REFER TO SPECS. > / ] nZE
BOLT COVER SIZE AS REQUIRED TO @ WER
o ACCESS ALL EQUIPMENT. SET TOP OF CLASS 150 - SCH. 80 PVC VAN STONE n 2 E=0R
°| SCARIFY SIDES OF PLANTING / 8-0" MIN , . 5 @ o
“ HOLE TO PREVENT GLAZING ~L VALVE BOX ABOVE FINISH GRADE 1/2"IN § FLANGED FITTING (TYP.) . . g ; UG
= TURF AND 1" DECOMPOSED GRANITE. : C (RS (6] u g
FERTILIZER TABS PER SPECS g z PVC IRRIGATION MAINLINE PIPE - REFERENCE THE - N~ l I l Wyl g
PLACE &" BELOW FINISH GRADE a = @ ISOLATION VALVE, PER IRRIGATION " RESTRAINED JOINT REQUIREMENT DETAIL FOR RESTRAINED ; H@ L7l
’ © MATERIAL SCHEDULE. INSTALL ONE VALVE @ PVC IRRIGATION MAIPIPE LENGTHS ON UPSTREAM SIDE OF — >
P N PER TAP (TWO REMOTE CONTROL VALVES THE MASTER VALVE <
| SUBSOIL i | s
) i MAX. PER TAP). ( l N m=F
' MAINLINE @ 3/4" CRUSHED GRAVEL SUMP 2 CU. FT. @ 0 Z 0
SCH. 80 FITTING AS REQUIRED E— A 0 "
N~ —— @ 4INCH THICK CONCRETE SUPPORT BLOCK LlJ - (0%
@ 6" LAYER OF PEA GRAVEL > FLOW <.
e| °| UNDISTURBED SOIL 0
NS S N
2X ROOT BALL DIA. NOTES: 2073
i MIN. i 1. USE DRY-TYPE WATERPROOF CONNECTORS. @ BRICK (1 OF 4) L »
2.

PROVIDE EXPANSION COILS AT EACH WIRE CONNECTION IN VALVE BOX.
WRAP WIRE AROUND 1/2" PIPE 15 TIMES.

MAINTAIN 6" BETWEEN VALVE AND TOP OF BOX.

EMBOSS COVER WITH 1/2" NUMBERS WHICH CORRESPOND TO VALVE
NUMBERS AT IRRIGATION CONTROLLER.

NOTES:
1. SWALE ADJACENT TO CONCRETE CURB OR SIDEWALK FOR LANDSCAPE
IRRIGATION WATER CONTROL.

PVC IRRIGATION MAINLINE TO FLOW SENSOR

o

FINISHED GRADE

& GG

A SHRUB PLANTING 3 SWALE o DRIP REMOTE CONTROL VALVE MASTER VALVE
@ NOT TO SCALE @ NOT TO SCALE @ NOT TO SCALE NOT TO SCALE
KEYNOTES: KEYNOTES:
KEYNOTES:
3X DIA MIN. FINISH GRADE 0
KEYNOTES: @ TREE TIES SHALL BE 12 GAUGE GALVANIZED \ @ SHG 2J @ BOLTDOWN LOCKING VALVE BOX
KEYNOTES: ZINC COATED WIRE ENCASED N 1" DIA. RUBBER N— @ BOLT DOWN LOCKING VALVE BOX = (s @
@ ATYPICAL SPACING AT END ROW @ HOSE. INSTALL ABOVE MAIN BRANCHING STRUCTURE. A TE0 VAL FINISH GRADE
I N YT \{ ; | QUICK-COUPLING VALVE, PER IRRIGATION ~\———H _-7© @ BALL VALVE WITH FEMALE HOSE
@ PLANTS / SPACING AS PER DRAWINGS @ (2) LODEPOLE (LENGTH AS Q% AR MATERIAL SCHEDULE THREADS, LINE SIZE
REQ'D) STAKES AT ANGLE N '
( ; ] MULCH LAYER, DEPTH & TYPE AS PER - INTO SUBGRADE (18" \ o 6" LAYER OF PEA GRAVEL @ o 6" LAYER OF PEA GRAVEL
DRAWINGS AND SPECS; INSTALL BEFORE d%%@ @ z MIN.) PRIOR TO BACKFILLING TIE TO AN \ @ A G
PLANTING > PRIMARY BRANCHES & AS NECESSARY 2NN @ @
% Qo > FOR FIRM SUPPORT. — X LASCO SWING JOINT i - LATERAL LINE
°| FINISH GRADE pa’ a Q?- e TEE OR ELL AS REQUIRED = @
@% @ @ BACKFILL W/ SPECIFIED SOIL MIX. @ S &J TEEO 3 REQU ﬂ&g 5 (4)
@ PREPARE BED AS PER DRAWINGS WATER & TAMP TO REMOVE AIR @ 1" X 30" GALVANIZED ANGLE IRON WITH ~
OR SPECS PER PLANT POCKETS REFER TO SPECS. ( ; F—— STAINLESS STEEL GEAR CLAMPS OR @
SCHEDULE EQUIVALENT SUPPORT SYSTEM — .
UNDISTURBED SUBGRADE BREAKUP & LOOSEN SOIL HALF THE @
N
DEPTH OF THE ROOTBALL & 5 TIMES @ INSTALL VALVE BOX 1" ABOVE FINISHED GRADE
NOTES: THE WIDTH OF THE ROOTBALL @//4- N 8 (g MAINLINE @
1. TILL 2" OF POTTING OR PLANTING CERTILIZER TABS PER SPECS. \°/| 10"x 10 1/4" x 13" VALVE BOX WITH LOCKING T-COVER
SOIL OR APPROVED EQUAL TO A . = \/
o PLACE 6" BELOW FINISH GRADE. \ @ 0'
2. D= ONCENTER DIMENSION SCARIFY SIDES OF PLANTING \°/| ~ ( CALL TWO WORKING DAYS
" HOLE TO PREVENT GLAZING 2X DIA.\ MIN. BEFORE YOU DIG
7 7
4 602-263-1100
SOIL GRADE NOTES: NOTES:
" 1. FURNISH FITTINGS AND PIPING NOMINALLY SIZED IDENTICAL TO NOMINAL - - -
el FINISH GRADE. 1. ?UEL(?:Q?ARSBOR GUARD TO BE PLACED AROUND TRUNK OF TREES LOCATED IN QUICK COUPLING VALVE INLET SIZE. ] 800 STAKE IT
“ MULCH PER SPECS. 2. TOP OF ROOT BALL AND WELL TO BE 4’ BELOW FINISH GRADE.

3. SCORE ROOTBALL. MAKE VERTICAL CUT .25-.5 INCES DEEP FOUR TIMES (OUTSIDE MARICOPA COUNTY)

AROUND SIDES AND TWICE AROUND BOTTOM -
4. WIRE SHALL NOT TOUCH OR RUB ADJACENT TRUNKS OR BRANCHES.
5. TREE TRUNK GUARDS REQUIRED FOR TREES WITHIN TURF.

-

GROUNDCOVER PLANTING TREE PLANTING QUICK COUPLING VALVE LATERAL LINE FLUSH VALVE
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2" x 4" x 48" STAKE W/
ORANGE RIBBON (TYP.)

CONTROL VALVE WIRING, TAPED AT 10-0"

2"x 4" x 48" STAKE W/ INTERVALS

ORANGE RIBBON (TYP.)
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36" MINIMUM

SCH 80 PVC 45° ELL (TYPICAL {1 OF 4}) TIE A LOOSE 24" LOOP IN ALL WIRING AT
CHANGES OF DIRECTION GREATER THAN
30° UNTIE ALL LOOPS AFTER ALL

CONNECTIONS HAVE BEEN MADE

NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE
KEYNOTES KEYNOTES KEYNOTES KEYNOTES:
10"x 10 1/4"x 13" VALVE BOX @ FINISH GRADE @ FINISH GRADE
@ FINISH GRADE BEYOND PAVEMENT EDGE @ WITH LOGKING LCOVER :
; BACKFILL, CLEAN AND ROCK FREE @ PREFABRICATED SWING JOINT
@ CURS & GUTTER @ @ FINISH GRADE = e 2 o < REG
; DRIP TUBING Bt @ TEE OR ELL AS REQUIRED
@ SLEEVE PIPE- DWV SCH 40 PVC SIZED PER PLANS U:; @ SUBGRADE o % % |
{ ‘ LATERAL LINE R Il ITE CRE PR @ LATERAL LINE @
BEDDING SAND SCH 40 PVC MAINLINE > 2| < g
" 7 ~ @ NATIVE SOIL | X @ SPRINKLER HEAD PER IRRIGATION T
EXTEND SLEEVE ENDS 12" MINIMUM BEYOND — GEOTEXTILE FABRIC 4|Q 4] MATERIAL SCHEDULE
ALL HARDSCAPE EDGES ) N
°/| BEDDING PER SPECS 5
N
U, P 8" LAYER OF 3#4" CRUSHED AGGREGATE > )
iE,fS g#ii\éEEEN'\[')DLSOVgHﬂBA,ESE IO . " WITH 1" MIN.CLEARANCE TO BOTTOM OF VALVE MAINLINE PIPE >
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|
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<
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BRICK PAVER (TYPICAL {1 OF 4})

10" SCH 80 PVC TOE NIPPLE (TYPICAL {1 OF 2})

3

TRENCH

2 |

BRONZE FULL PORT BALL VALVE

& &

& G

/1
MIN. WITH STAINLESS STEEL HANDLE NOTES:
1. PLACE POTABLE AND RECLAIMED IRRIGATION LINES IN SEPARATE TRENCHES.
2" DECOMPOSED GRANITE TOP DRESSING 2. PLACE ALL PIPE IN LANDSCAPE AREAS WITHIN SPECIFIED CONSTRUCTION

LIMITS.

NOTES:

LOT 56
4250 EAST KEIM DRIVE
PARADISE VALLEY, ARIZONA 85253

ll

LANDSCAPE & IRRIGATION DETAILS

CAMELBACK FOOTHILLS 2

MULTI-PORT DRIP EMITTER 6" MIN. DEPTH COMPACTED

AGGREGATE BASE

BELOW 75 DEGREES EVERY 30 DAYS EVERY 30 DAYS WATER IF NO RAINFALL

FOR 60 DAYS

COMPACT GRADE TO 90%

ALY

1. BACKFILL TRENCH WITH 3" OF BEDDING SAND UNDER SLEEVE AND 3' ABOVE NOTES: R T D PR OCAL ConE - 9)
SLEEVE. SAND SHALL NOT HAVE ANY ROCKS LARGER THAN 1/4" IN DIAMETER 12 inggé?zTEoo”:gﬁ&gEVQT%EN[cE)SSMSATEgLHBIé?TMmgLVAVAgEEEE SIZE. L TRNCTES 10 BE THOROUGHLY COTPARTED TO MATCH ADJACENT R U
: it ' DENSITIES. I
3 lES'\IAI\?gSSST‘fI:_SSVTElﬁ %TRHCHB_'V' N T-INCH HIGH STENCIL LETTERS 6. MAINTAIN 4" MIN. HORIZONTAL CLEARANCE BETWEEN PIPES AND/OR \/|
4. VALVE BOX SHALL BE PURPLE FOR USE WITH RECLAIMED WATER. WIRING.
@ TYPICAL SLEEVING v BALL VALVE ASSEMBLY | TRENCHING ] POP-UP SPRAY HEAD
NOT TO SCALE @ NOT TO SCALE @ NOT TO SCALE @ NOT TO SCALE
KEYNOTES: KEYNOTES
EMISSION POINT WITH ~ NOTES:
@ BUCSSPI(_)UG © 1. INSTALL EMITTERS PER IRRIGATION MATERIAL @ 8" X 4" PAVER HEADER ON 2" CONCRETE.
SCHEDULE. PLACE EMITTERS ON THE UPHILL SLURRY. EDGES TO BE CLEAN AND FLUSH WITH TREES
SIDE OF THE PLANT MATERIAL. BRICK EDGE FACING.
@ FINISH GRADE 2. PRIOR TO EMITTER INSTALLATION ALL LINES, TEMPERATURE 1ST YEAR 2-5 YEARS AFTER 5 YEARS KEYNOTES:
INCLUDING MICROTUBING SHALL BE FLUSHED ]
@ MICROTUBING A MIN. OF 10 MINUTES. @ FINISH GRADE OF DECOMPOSED OVER 108 DEGREES EVERY 2 DAYS EVERY 10 DAYS EVERY 3 WEEKS @ 12" WIDE GEOTEXTILE ALONG PERIMETER TURN UP
S oRe el & I LENGTH OR @ GRANITE - DEPTH PER PLANS OVER 100 DEGREES ONCE A WEEK EVERY 10 DAYS GRADUALLY EXTEND INTERVALS AT CURB (DO NOT COVER TOP OF BASE) (i
°| DRIP EMITTER 4. SPACE EMITTERS AND EMISSION POINTS @ TO EVERY 4 WEEKS @ 2-3/8" MIN. THICKNESS CONCRETE PAVER 0 =
N\ %ENNE}Y AROUND PERIMETER OF TREES' DRIP FINISH SUB-GRADE 90-100 DEGREES EVERY 10 DAYS EVERY 2 WEEKS GRADUALLY EXTEND INTERVALS MATCH EXISTING STYLE & TYPE ALREADY @ 8 ,':
PVC LATERAL 5. ONEEMISSION POINT TO PLANT BALL WITH ° TO EVERY 6 WEEKS INSTALLED ON PROPERTY. Py LLI
ADDITIONAL POINTS WITHIN PLANT PIT \/| COMPACTED SUBGRADE 8"-0" O L
PLANT PIT BERIMETER: 12" EROM TREE CENIER. 75-90 DEGREES EVERY 2 WEEKS EVERY 3 WEEKS WATER IF NO RAINFALL @ 1"TO 1-1/2" BEDDING SAND o T
TURF FOR 60 DAYS o v
| e
N 80
S

1/2" SCH. 80 PVC NIPPLE TREE INSTALLATION
/2" SCH. 80 PVC OF MAXIMUM ADJACENT TO SHRUBS COMPACTED SOIL SUBGRADE N JOB NO 20-017
°| DISTRIBUTION LATERAL LINE EDGING TO AVOID TEMPERATURE 1ST YEAR 2-5 YEARS AFTER 5 YEARS -
N (NOT SHOWN ON PLANS) SETTLING. OVER 108 DEGREES EVERY DAY EVERY 3 DAYS EVERY WEEK \°/| SPEQFS)I([T)“EE 'TAS E%QyéEEE?ATSLéRN DATE 05.14.2020
O OVER 100 DEGREES ONCE A WEEK EVERY 10 DAYS EVERY 2 WEEKS .

(10) 0.16010.220 MICROTUBING 1Y (7) X 4" PAVER HEADER ON 7' CONCRETE AL DRAWN BY: B. PAUL
N S 90-100 DEGREES EVERY 10 DAYS EVERY 2 WEEKS EVERY 3 WEEKS SLURRY. EDGES TO BE CLEAN AND FLUSH WITH
@ SXT PVC FITTING @ ~ 75-90 DEGREES EVERY 2 WEEKS EVERY 3 WEEKS EVERY 4 - 5 WEEKS BRICK EDGE FACING. SUBMITTED: -
@ PLANT BALL BELOW 75 DEGREES EVERY 30 DAYS EVERY 30 DAYS EVERY 4 - 5 WEEKS \e/l REVISED:

2" DECOMPOSED GRANITE TOP DRESSING 7 LT A NOTES:

N R 1. SMALL PLANTS IN 1 GALLON CONTAINERS NEED TO BE WATERED TWICE A
o B WEEK.

6" LAYER OF PEA GRAVEL RN < 2. THE WATERING CHART IS PROVIDED AS A GUIDE ONLY AND MUST BE

@ y ADJUSTED FOR SPECIFIC TEMPERATURE AND ENVIRONMENTAL CONDITIONS. S H E ET

[T IS THE OWNER'S RESPONSIBILITY TO MAINTAIN ALL PLANT MATERIALS IN A

EMITTER ACCESS BOX (TAN COLOR) THRIVING, HEALTHY CONDITIONS.

(&)

FUTURE EMISSION POINT
MULTI-PORT EMITTER

L.O5 of L.O5

=

4" X 8" PAVER HEADER ON 2" CONCRETE SLURRY
NOT TO SCALE

@ WATERING SCHEDULE

&

NOT TO SCALE @

BRICK PAVERS W/ PAVER HEADER
NOT TO SCALE @

NOT TO SCALE
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